
DATE REVISION DESCRIPTION DESIGNER

EXISTING CONDITIONS PHOTO SHOWS PROPOSED SIGNAGE. NOT TO SCALE.

CL OPT 1 REVERSE R2

GOWIRELESS

JIM NEIL

WAM

5.11.12

1/2" = 1'-0"

ACTON, PA

GOWIRELESS-ACTON-01

FACE LIT/ HALO LIT CHANNEL LETTERS - REMOTE POWER SUPPLIES

COLOR KEY

ACRYLIC

PAINT

278-0 RED

SATIN FINISH BLACK

WALL COLOR FOR SPACERS,
LETTER BRIDGES TO MATCH
FAÇADE (T.B.D.) 

END VIEW

END VIEW DETAIL 1"=1'-0"

(1) SET REQUIRED
LETTER CONSTRUCTION
BACKS: ..177" CLEAR LEXAN
BAFFLE: N/A
RETURNS: 4" DEEP, .040" ALUMINUM BLACK
TRIM CAP: 3/4" BLACK
RETAINER: N/A
SELF-CONTAINED: N/A
REMOTE: YES
RACEWAY: N/A

FACE DETAILS
PLEX:
3/16" WHITE # 2447
3/16" RED #278-0  ‘Z’
LEXAN: N/A

FIRST SURFACE VINYLS:
N/A
ILLUMINATION
LED: WHITE
RED:  ‘Z'
VOLTAGE: 120V

45.75 SQ. FT.

REQUIREMENTS FOR ELECTRICAL ILLUMINATION
PRIMARY ELECTRICAL LOCATION IS PROVIDED
BY OTHERS. A DEDICATED CIRCUIT WITH NO SHARED
NEUTRALS AND A GROUND RETURNING TO THE PANEL
IS REQUIRED FOR ALL INSTALLATIONS

ALL SIGNS HAVE:
    -DEDICATED BRANCH CIRCUITS
    -THREE WIRES: LINE, NEUTRAL & GROUND
    -WIRE SIZE: MINIMUM 12 GAUGE THN COPPER

ALSO NOTE; GAUGE OF COPPER IS DETERMINED BY THE
LENGTH OF RUN & AMPERAGE AS PER NEC ARTICLE 300.
    - GROUND WIRE MUST BE CONTINUOUS AND GO FROM
      THE SIGN TO THE PANEL BOARD GROUND BUS
     -VOLTAGE SHOULD READ NO MORE THAN (3)  VOLTS
     BETWEEN GROUND AND NEUTRAL
      - CONDUIT CAN NOT BE USED AS A GROUND PATH.
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INTERNALLY ILLUMINATED
CABINET WITH ROUTED FACE,
PUSH-THRU CLEAR ACRYLIC
COPY

2"
.040" ALUMINUM RETURNS

3/4" BLACK TRIMCAP

1/2" CLEAR ACRYLIC 
PUSH-THRU, SECOND 
SURFACE DIFFUSER FILM

.125" ROUTED FACE

3/16" ACRYLIC FACES

WHITE LED MODULES

LED POWER SUPPLIES
IN TRANSFORMER 
BOXES BEHIND WALL

LED POWER SUPPLIES
IN TRANSFORMER 
BOXES BEHIND WALL

.177" CLEAR LEXAN BACKS

.177" CLEAR LEXAN BACKS

EMT CONDUIT THROUGH WALL,
WITH END BUSHING

WHITE LED MODULES

ACRYLIC CLIPS

ACRYLIC CLIPS

1/4" WEEP HOLES FOR 
DRAINAGE, (2) PER LETTER

2" SPACERS TO MOUNT
LETTERS, PAINT TO MATCH
FAÇADE

.063" ALUMINUM 'BRIDGE'
PORTION OF LETTER, PAINT TO 
MATCH FAÇADE

3/8" ALL THREAD
THRU-BOLT
ATTACHMENT
(VERIFY CONDITIONS)
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DATE REVISION DESCRIPTION DESIGNER

BLADE OPT 1

GOWIRELESS

JIM NEIL

WAM

5.9.12

1/2" = 1'-0"

ACTON, PA

GOWIRELESS-ACTON-01

1'
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"

3"

3'-0"

1/2"

1/
2"

1/2" 1/2"

2"

1/4" ACRYLIC F.C.O. LETTERS
PAINTED SATIN FINISH WHITE

ALUMINUM SQ. TUBE FRAME, 
.080" ALUMINUM FACES, 1/2"
ALUMINUM SQ. TUBE TRIM

FIRST SURFACE WHITE
VINYL

(1) REQUIRED

3/4" ALUMINUM SQ. TUBE
MOUNTING BRACKETS

VERIFY CONDITIONS FOR
ATTACHMENT PRIOR TO
PRODUCTION

VERIFY

D/F NON-ILLUMINATED BLADE SIGN END VIEW

EXISTING CONDITIONS PHOTO SHOWS PROPOSED SIGNAGE. NOT TO SCALE.
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DATE REVISION DESCRIPTION DESIGNER

SITE

GOWIRELESS

JIM NEIL

WAM

6.25.12

N.T.S.

ACTON, PA

GOWIRELESS-ACTON-01

ILLUMATED CHANNEL LETTER SIGN

NON-ILLUMINATED UNDER CANOPY
SIGN


