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OVERALL SITE PLAN NOTES
— A.  REFER TO SHEET C—1 FOR DEMOLITION PLAN. -
B. REFER TO SHEET C—2 FOR DIMENSIONS AND IDENTIFICATION OF S
PROPOSED IMPROVEMENTS. 2
C. REFER TO SHEET C—3 FOR GRADING AND DRAINAGE. S
D. REFER TO SHEET C—3 FOR GENERAL LEGEND. 3
E. REFER TO SHEET C—4 FOR UTILITY PLAN. &)
F. REFER TO SHEET C—5 FOR EROSION CONTROL PLAN.
G. REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS.
H.  ALL DIMENSIONS ARE TO GROUND LEVEL IMPROVEMENTS (FACE OF CURB,
CONCRETE SLAB, ETC.) UNLESS NOTED OTHERWISE.
l. CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR )
LOCATIONS AND DIMENSIONS OF SIDEWALKS, PRECISE BUILDING o
DIMENSIONS AND EXACT BUILDING UTILITY ENTRANCE LOCATIONS. a
e KEYED NOTES O GRAPHIC SCALE ¢>t
30 0 15 30 60 120 QO
1. EXISTING BUILDING TO BE REMOVED. ad
2. EXISTING TRASH ENCLOSURE TO BE REMOVED.
3. EXISTING FREEZER TO BE REMOVED.
4.  LEASE LINE. ( IN FEET ) ~
1 inch = 30 ft. (;l|
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COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
UTILITIES.

(12" RCP)

CONC. WAL
NE

=)

)
S 1)
B)
-— '
@)

o e T
U 7y

NOTE:

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
— VICINITY OF THE PROPOSED BUILDING PRIOR TO THE

START OF CONSTRUCTION TO ASCERTAIN EXACT
MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR

POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-O
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH

o WORK. 1 OF 12
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DEMOLITION NOTES
A.  REFER TO SHEET C—0 FOR OVERALL SITE PLAN. c
B. REFER TO SHEET C—2 FOR DIMENSIONS AND IDENTIFICATION OF S
7/ PROPOSED IMPROVEMENTS. g
| C. REFER TO SHEET C—3 FOR GRADING AND DRAINAGE. S
D. REFER TO SHEET C—3 FOR GENERAL LEGEND. 0
E. REFER TO SHEET C—4 FOR UTILITY PLAN. =
F. REFER TO SHEET C—5 FOR EROSION CONTROL PLAN.
G. REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS.
H.  ALL DIMENSIONS ARE TO GROUND LEVEL IMPROVEMENTS (FACE OF CURB,
CONCRETE SLAB, ETC.) UNLESS NOTED OTHERWISE.
"BARCEL C” . CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR [
LOCATIONS AND DIMENSIONS OF SIDEWALKS, PRECISE BUILDING S
— NF DIMENSIONS AND EXACT BUILDING UTILITY ENTRANCE LOCATIONS.
' TOP & SHOP GRAPHIC SCALE *
- SMARKET CO. S KEYED NOTES () X
6935 PG 05 ™ 5355%{92\ 20 0 10 20 40 80 él:)
| 1. EXISTING CURB TO BE REMOVED. E;!;E;_;—
- 2. EXISTING CURB TO REMAIN.
3. EXISTING CONCRETE PAVEMENT TO BE SAWCUT/REMOVED TO CLOSEST JOINT. ( IN FEET )
BENCHMARK f2 ‘\ 4.  EXISTING ASPHALT PAVEMENT TO BE SAWCUT/REMOVED. | inch — 20 1t N
— o ARING, STRIPE | 5. EXISTING ASPHALT PAVEMENT TO REMAIN. —
\%;z=zrs.oz 6. EXISTING BRICK SIDEWALK TO BE REMOVED. 3
N 7. EXISTING CONCRETE SIDEWALK TO BE SAWCUT/REMOVED TO CLOSEST JOINT(S). (2) o
I @; 8. EXISTING SIDEWALK TO REMAIN. q k. = -
IS 9. EXISTING TIMBER WALL TO BE REMOVED. % Q@ - Q
.. 10. EXISTING CONCRETE FOUNDATIONS TO BE REMOVED. ) 2 N C
- Y 11. NEW SAWCUT LINE. i = o ol
N T 12. EXISTING STRIPING TO BE OBLITERATED. & X O ~ <| —
- Lt <y o 4 | - © M. 3 13. EXISTING LANDSCAPE AREA. REFER TO LANDSCAPE PLAN ON SHEET L—1. o McCanty-Toune O - T & (00) Q= all
@\ TN T R=214.98 T T asanoonen o =3 14. EXISTING RAMP TO BE REMOVED. e DR =
@\ /@ N /‘@ s s é@-\ e A ;7,5[5@\ ~§f 15. EXISTING BOLLARD(S) TO BE REMOVED. g Mot You A8~ m@sl C
— = =S P T N ! —— TANK | el —— < 16. EXISTING TRASH ENCLOSURE TO BE REMOVED. A Average Jo - 02 O
My (3 F R R NN Y V7t R E i AT o 17. EXISTING GAS METER TO BE REMOVED. = 9 o H < .=
. l“.{‘i.f Iy P TSy S A /@// ///1////&/ e G S 18. EXISTING GAS SERVICE TO BE REUSED/MODIFIED AS NEEDED FOR NEW s o2l o = g =
. y e S e I I 7 B JM CONSTRUCTION. 2 i i - & Do 6
PARCEL A K25 ) e D 19. EXISTING GAS SERVICE TO BE REMOVED/CAPPED AS NEEDED FOR NEW X Shopping Centes G < (qv] = =
‘- 252 MAIN STREET (11 S IR CONSTRUCTION. E"‘H-‘EET:s&..-E. = BT Masf 04 U n E
N/F ST LN 20. EXISTING WATER SERVICE TO BE REMOVED/REUSED/MODIFIED AS NEEDED FOR NEW oo (@ o % O
THE STOP & SHOP S ) Y N CONSTRUCTION. Massachuserrs o g =
_— SUPERMARKET CO. Cn s X 21. EXISTING OVERHEAD ELECTRIC TO BE REMOVED. \D Ve (i) & © N
BK. 26935 PG. 05 Y 22. EXISTING ELECTRIC METER TO BE REMOVED. SRELR O O
i S 23. EXISTING LIGHT TO BE REMOVED. Hmari @ erer AR ; £ N
—— == 24. EXISTING LIGHT TO REMAIN. CONTRACTOR TO PROTECT IN PLACE. | el : 3
ﬁ% 25. EXISTING SANITARY SERVICE TO BE REUSED/MODIFIED AS NEEDED FOR NEW N
< ) CONSTRUCTION o
£ SIS 26. EXISTING GREASE INTERCEPTOR TO BE REMOVED. CONTRACTOR SHALL MAINTAIN VICINITY MAP R
5 L T — ACCESS THROUGH SITE AT ALL TIMES AS NEEDED FOR PATRON TRAFFIC AND . . ™
—_— s S TINgoree DELIVERIES. 1"= 500
=~ 27. EXISTING SANITARY SERVICE TO BE REMOVED AS NEEDED FOR NEW CONSTRUCTION.
- #}H 28. EXISTING BUILDING AND FOUNDATION TO BE COMPLETELY REMOVED.
— 1 | 29. EXISTING FREEZER AND FOUNDATION TO BE COMPLETELY REMOVED.
g x\\\&x‘;\g : L 30. EXISTING 10" WATER LINE TO BE REMOVED/RELOCATED AS NEEDED FOR
ZIE 1 CTORY RBRICK Rl DIN 3 0 ﬁ L H CONSTRUCT|ON
S I STORY BRICK BUILDING = é‘g 31. EXISTING CATCH BASIN RIM TO BE ADJUSTED AS NEEDED FOR CONSTRUCTION. o
- BUILDING FOOTPRINT AREA X @ @ ] I REFER TO GRADING PLAN ON SHEET C-3. =
5450 . L — gw g 32. NEW CONSTRUCTION FENCE. REFER TO DETAIL ON SHEET C-—8.
S S N 33. EXISTING POLE MOUNTED TRANSFORMER TO BE REMOVED. =3
S5 \ a | = S 34. LEASE LINE.
S o = ‘& 5' s 35. LIMITS OF DISTURBANCE. pan
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THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT
THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS
TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT
GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE

Documents prepared by CoreStates,
Inc., including this document, are to
be used only for the specific project
and specific use for which they were
intended. Any extension of use to any
other projects, by owner or by any
other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own
risk. If used in a way other than that
specifically intended, user will hold
CoreStates, Inc. harmless from all
claims and losses.

CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
UTILITIES.

NOTE:

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
VICINITY OF THE PROPOSED BUILDING PRIOR TO THE
START OF CONSTRUCTION TO ASCERTAIN EXACT

MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR

POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-l
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH

WORK. 2 OF 12
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Plot Date/Time: 2013—-02—22 — 16:23:23,

GENERAL NOTES
1. THESE PLANS ARE BASED ON DRAWINGS PREPARED BY ODONE SURVEYING AND .
MAPPING, DATED 10/24/12. PRIOR TO THE START OF CONSTRUCTION, THE IS
] CONTRACTOR SHALL VERIFY THAT THE IMPROVEMENTS EXIST AS SHOWN ON THE 3l
SURVEY. THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING CORE STATES GROUP 5
OF ANY DEVIATIONS OR OMISSIONS THAT MAY EFFECT THE CONSTRUCTION OF THE a
PROPOSED IMPROVEMENTS. a
2. ALL PHASES OF SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE
OWNER / DEVELOPER SITE WORK SPECIFICATIONS.
| oRCEL O 3. CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF EXISTING @
STRUCTURES, RELATED UTILITIES, PAVING, UNDERGROUND STORAGE TANKS AND 3
A — e OTHER EXISTING IMPROVEMENTS AS NOTED.
| ..
| i 4. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER GRAPHIC SCALE &
— T N R RJJ@; ) MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS. 2 0 o 2 w0 0 o
| [ ‘ ' Prnadal DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE AND/OR FEDERAL o
| , \ REGULATIONS GOVERNING SUCH OPERATIONS.
— - - 5
|
| | SENCHMARK 42 | 5. THE GENERAL CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR AND SHALL AN N
- \ MAG NAL 0 END | TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT 1 inch = ft N
| /ﬂgu=2,5,o, 3 PROPERTIES DURING THE CONSTRUCTION PHASES OF THIS PROJECT. o
|
I | 6. ALL CONSTRUCTION IN RIGHT—OF—WAY SHALL BE COORDINATED WITH THE SITE NOTES g
| \ o
| ® | APPROPRIATE AGENCY(IES) HAVING AUTHORITY. A REFER TO SHEET C—0 FOR OVERALL SITE PLAN. g S
_——— A B. REFER TO SHEET C—1 FOR DEMOLITION. S —
] | ar cove. || /o WEREANIY/DISCLAIMER, C. REFER TO SHEET C—3 FOR UTILITY PLAN. S S
| THE DESIGNS REPRESENTED IN THESE PLANS ARE IN ACCORDANCE WITH <
D. REFER TO SHEET C—4 FOR GRADING AND DRAINAGE. Ol oo
— o3 ESTABLISHED PRACTICES OF CIVIL ENGINEERING FOR THE DESIGN FUNCTIONS E REFER TO SHEET G4 FOR GENERAL LEGEND & o3| o
=2 AND USES INTENDED BY THE OWNER AT THIS TIME.  HOWEVER, NEITHER THE ' - — — L~
24| F.  REFER TO SHEET C—5 FOR EROSION CONTROL PLAN. = S| ©
| 3 ENGINEER NOR ITS PERSONNEL CAN OR DO WARRANT THESE DESIGNS OR SN @l 2V
r = G. REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS. S 2
| S PLANS AS CONSTRUCTED EXCEPT IN THE SPECIFIC CASES WHERE THE ENGINEER 7" /"5 iF\SIONS ARE TO GROUND LEVEL IMPROVEMENTS (FACE OF CURS En RS 5:1Na)
| INSPECTS AND CONTROLS THE PHYSICAL CONSTRUCTION ON A CONTEMPORARY ’ ’ ©C o H <
| S : BASIS AT THE SITE CONCRETE SLAB, ETC.) UNLESS NOTED OTHERWISE. = -
— ' . CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR LOCATIONS Qa0 C% o 9
’ . R . AND DIMENSIONS OF SIDEWALKS, PRECISE BUILDING DIMENSIONS AND EXACT c . 2=
| PARCEL 4 | - 8. SAFETY_NOTICE TO_CONTRACTOR: BUILDING UTILITY ENTRANCE LOCATIONS. Ssl S=5 N
- 252 MAIN STREET A IN' ACCORDANCE WITH ALL APPLICABLE FEDERAL, STATE, AND LOCAL KEYED NOTES x| QO c
| N/F REQUIREMENTS THE CONTRACTOR SHALL BE SOLELY AND COMPLETELY REYED NUIES al = =
THE STOP & SHOP 1, A ) RESPONSIBLE FOR CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF ALL
| syt o 1. NEW CAFE BUILDING. REFER TO ARCHITECTURAL PLANS. 2y =
_— SUPERMARKET CO. A8 LN ONI9B0 52 PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS ©
| BK. 26935 PG. 05 Wi 8 TR A REQUIREMENT WILL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL 2. NEW/TRASH ENCLOSURE. REFER TO ARCHITECTURAL PLANS. O L6
| : /}/ © v105.00" v~ ~| 3. NEW HANDRAIL. REFER TO ARCHITECTURAL PLANS. = N
B R e R S WORKING HOURS. ANY CONSTRUCTION OBSERVATION BY THE ENGINEER OF THE S
_— A AT T e T , 4. NEW PATIO AREA. REFER TO ARCHITECTURAL PLANS. 5
| ¥ TS A e v v NN ADEQUACY OF THE CONTRACTORS SAFETY MEASURES, IN, ON OR NEAR THE : : : N
L (SRR, , R RVAYA CONSTRUCTION SITE 6. NEW CONCRETE PAD FOR TRASH ENCLOSURE. REFER TO DETAIL ON SHEET C—6. -
SURRRVAEE SR bon At FRRRYE : 7. NEW CONCRETE CURB. REFER TO DETAIL ON SHEET C—6. @
| T N Y 8. NEW TURNED DOWN CONCRETE WALK. REFER TO DETAIL ON SHEET C—6. Q
- et KPR ZONING TARLE 9. NEW CONCRETE SIDEWALK. REFER TO DETAIL ON SHEET C—6.
| = i 10. NEW TRANSVERSE WALK DRAIN. REFER TO DETAIL ON SHEET C—6.
| e TN A — ; 11. NEW 2’ WIDE CONCRETE FLUME. REFER TO DETAIL ON SHEET C—86.
_— gl Il 1 j~ . ngzwa”ff BUSINESS DISTRICT KELLY'S CORNER (KC) 12. NEW WHEEL STOPS (16 TOTAL). REFER TO DETAIL ON SHEET C—6.
| SRS R | I IrErrretny . GROUNDWATER PROTECTION DISTRICT #4 13. NEW DEPRESSED ADA RAMP IN SIDEWALK. REFER TO DETAIL ON SHEET C—6.
i RO 15 // =, %ﬁ%@%“%‘%ﬁ S (i TEM REQUIRED | PROPOSED 14. NEW DETECTABLE WARNING. REFER TO DETAIL ON SHEET C—6.
— . T R (M 15. NEW BOLLARD(S) PAINTED BLACK. REFER TO DETAIL ON SHEET C—6. REFER TO
\ R =035 MIN. LOT AREA (SQ. FT.) ST 8L ARCHITECTURAL PLANS FOR LOCATION AND QUANTITY. =’
1) N 5” H MIN. LOT FRONTAGE (FT.) 16. NEW STRIPING / NO PARKING AREA. REFER TO DETAIL ON SHEET C-—6.
o BT a2 . MIN. LOT WIDTH (FT.) 50 508+ 17. NEW PARKING STRIPING TO MATCH EXISTING IN COLOR AND STYLE. =
L) T o vl = o MIN. FRONT YARD SETBACK (FT.) 30 30.1 18. NEW TRAFFIC FLOW ARROW. REFER TO DETAIL ON SHEET C—6.
O = ;' S MIN. SIDE YARD SETBACK (FT.) N.R. 33.5 19. NEW ACCESSIBLE PARKING PAINTED SYMBOL AND STRIPING. REFER TO DETAIL pn
g R N =hY MIN. REAR YARD SETBACK (FT.) N.R. >600 ON SHEET C—7.
Lo T Il v v v v v v S ‘ 1> g™ MAX. FLOOR AREA RATIO (ENTIRE PLAZA) 0.40 0.36 20. NEW STOP SIGN. REFER TO DETAIL ON SHEET C-7. =3
SR oo e e @ Y 21. NEW HANDICAP ACCESSIBLE SIGNS (2 TOTAL) IN BOLLARD. REFER TO DETAIL ON
r gl NI A (} (@S MAX. BUILDING HEIGHT (FT.) 36 24.25 SET oy
~ " v v 22 v v v v v v '\ _— .
L ' ﬂ | So% | [MIN. OPEN SPACE (%) (52,954 SQ. FT. ALTERED AREA) NR. 27 24. NEW ADA RAMP AND HANDRAIL. REFER TO ARCHITECTURAL PLANS. =
R « A N INCREASE IN_OPEN SPACE = 1,640 SQ. FT. 25. NEW LANDSCAPE AREA. REFER TO SHEET L—1.
B S MIN. PARKING REQUIRED: 1 PER 100SF — 4,185SF /100=42 PARKING SPACES 26. NEW DOUBLE FACE ILLUMINATED MONUMENT SIGN. REFER TO ARCHITECTURAL
o ‘ = THE PROPOSED PROJECT WOULD REMOVE 25 PARKING SPACES AND WOULD PLANS. FACE AREA OF SIGN IS 3967 S.F. PER SIDE.
:1 % g CREATE 34 SPACES CREATING A NET GAIN OF 9 PARKING SPACES IN THE 27 NEW LOT LIGHTING. REFER TO DETAIL ON SHEET C—7.
. ‘ (& ENTIRE SHOPPING PLAZA 28. NEW PATIO SCREENING / CEDAR SHUTTER. REFER TO ARCHITECTURAL PLANS.
s THE PROPOSED PROJECT INCREASES THE SITES OVERALL BUILDING AREA BY 29. NEW "ONE WAY” SIGN (R6-2L). REFER TO DETAIL ON SHEET C—7. , a
- 700SF. BASED ON THE PROPOSED PARKING REGULATIONS THE PROJECT WOULD 30. NEW "ONE WAY” SIGN (R6—2R). REFER TO DETAIL ON SHEET C-7. m ’ -
BE REQUIRED TO ADD 7 ADDITIONAL PARKING SPACES. THE PROJECT 31. NEW "DO NOT ENTER” SIGN(S). REFER TO DETAIL ON SHEET C-7. ‘
PROPOSES TO ADD 9 ADDITIONAL SPACES WHICH IS GREATER THAN THE 7 Lt O
ADDITIONAL SPACES THAT WOULD BE REQUIRED. ' e
SITE LEGEND h ({)
SEATING CAPACITY: <
EXISTING MCDONALDS =94 ] | PROPOSED ASPHALT g
. e (] Gt PAVEMENT I— i
ST PROPOSED PANERA BREAD , 2
p—=/X . RESTAURANT =99 g W N EE\?;@S\?TD CONCRETE : : :
= 35 SO £
T S 7 Ry T PATIO =30 N.S _
T M T BT Y Y F eI (4]
— £ INCREASE =35 1 | PROPOSED LANDSCAPING o8 208 8
T (PUssC s, r (RTR ez, o NJErtH
— \ Ut) © ggggg
c 25559
93&58
- x] ' HH
SITE PLAN: sasid
SCALE: 1" = 20’ Sy xX
@ — 1 < (/)
S ||| =R
RSB
ol>1]98
X © <
— < o | @
B T < -O
' " — - . ? g
P T Y A e <) = |0
AL S | Bls| 83| 2
VPA:H@ S } o) o © — <
e Go52E. 02580
N~ sgosesfE ot
T SoSEESEggEsE
o 885C5585.5588¢
S >o22:P0e%c888
S S sS85 o5T55s
o Cn o = C ke
: S THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT 525922855585
THE LOCATION AND/OR ELEVATION OF EXISTING 2o223d5E2cESE
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON 25ELIL22ER2E
DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY 5635855882388
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS ES85855535=%5¢
TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT 822258825428
—_— _ _ GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE =g =35+
] S — — _ CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
W, —_— — COMPANIES AT LEAST 72 HOURS BEFORE ANY
o ] EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
=y UTILITIES.
I— — R Q):l E\ 0O H
E— :::::::Eio)iE ——0H
“,,,,,,,“::::::::::;;::g; N OT E .
) GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
: LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
VICINITY OF THE PROPOSED BUILDING PRIOR TO THE
START OF CONSTRUCTION TO ASCERTAIN EXACT
MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR
ENLARGED SITE PLAN: POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
. \ 'Y : GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-2
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH
SCALE: 1”7 = 10’
WORK. 3 OF 12
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GRADING NOTES
A.  REFER TO SHEET C—0 FOR OVERALL SITE PLAN. I5
] B. REFER TO SHEET C—1 FOR DEMOLITION. 2
C. REFER TO SHEET C—2 FOR DIMENSIONS AND IDENTIFICATION OF 5
PROPOSED IMPROVEMENTS. 2
D. REFER TO SHEET C—4 FOR UTILITY PLAN. a)
E.  REFER TO SHEET C—5 FOR EROSION CONTROL PLAN.
F.  REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS.
G. AREA(S) TO BE RE—GRADED FOR POSITIVE DRAINAGE AWAY FROM BUILDING.
H.  GRADING WITHIN THE ACCESSIBLE ROUTES SHALL MEET THE FOLLOWING
- REQUIREMENTS IN ACCORDANCE WITH ADA REQUIREMENTS: @
—LONGITUDINAL SLOPE: 5% MAX T
. e —CROSS SLOPE: 2% MAX =
l e sr(/)y& S0P —PARKING SPACES / ACCESS AISLES: 2% MAX ALL DIRECTIONS. m
SUPERMARKET €O, ~
I ' ;
BK. 76935 PG. 05 NJJ@?@’; GRAPHIC SCALE &
% ABBREVIATIONS . . 0 2 ‘0 .
§\ N 77 1’ ”
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& 11060 08 IR e L e e S AR ) ) = i THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT 5259828552855
\1 MR IS8 SNeSey I B =V Sl e THE LOCATION AND/OR ELEVATION OF EXISTING 2002343 E2cEE
v M ooy memsE | ATl = UTILITIES AS SHOWN ON THESE PLANS IS BASED ON nEELL852ER 28
+ |+ + + + G009 00 — = 2 =E<gEczo=8
\\ A0 3 BR BC 212.62 v U DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY $3ug a8S888E°
(R et oizesl/ | T Nv v v v v COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS EE853585.°59
» oo as A NS T = — TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT 8822588E5% 38
——one WETP I 270 5 GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE O="ce” =5+
Te— ‘ WETP 21251E] CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
— 5 COMPANIES AT LEAST 72 HOURS BEFORE ANY
212, EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
: UTILITIES.
NOTE:
GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
— VICINITY OF THE PROPOSED BUILDING PRIOR TO THE
~ START OF CONSTRUCTION TO ASCERTAIN EXACT
MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR
ENLARGED GRADING PLAN: POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
. \ < . GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-3
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH
SCALE: 1" = 10’
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ACTON, MA 01720
(978) 929-6632

UTILITY NOTES
A.  REFER TO SHEET C—0 FOR OVERALL SITE PLAN.
B. REFER TO SHEET C—1 FOR DEMOLITION. S
- C. REFER TO SHEET C—2 FOR DIMENSIONS AND IDENTIFICATION OF PROPOSED IMPROVEMENTS. =
D. REFER TO SHEET C—3 FOR GRADING AND DRAINAGE. s
E. REFER TO SHEET C-3 FOR GENERAL LEGEND. ?
F. REFER TO SHEET C—5 FOR EROSION CONTROL PLAN. a
G.  REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS.
H.  ALL DIMENSIONS ARE TO GROUND LEVEL IMPROVEMENTS (FACE OF CURB, CONCRETE SLAB,
ETC.) UNLESS NOTED OTHERWISE.
I, CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR LOCATIONS AND DIMENSIONS
. . OF SIDEWALKS, PRECISE BUILDING DIMENSIONS AND EXACT BUILDING UTILITY ENTRANCE o
PARCEL C LOCATIONS. ©
J. ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE GAS SERVICE CONSTRUCTION SHALL a
a COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF NSTAR.
THE STOP & SHOP K. ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE WATER SERVICE CONSTRUCTION GRAPHIC SCALE *
SUPERMARKET CO. N Ay SHALL COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF ACTON WATER DISTRICT. >
BK. 26935 PG. 05 8549 L. ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE ELECTRIC SERVICE CONSTRUCTION 2 i v 2 ‘0 i 12
| M SHALL COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF NSTAR. E;!;E;_;—
x M.  ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE TELEPHONE SERVICE CONSTRUCTION
| SHALL COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF VERIZON. ( IN FEET ) ~
N / MR | N.  ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE SANITARY SEWER SERVICE 1 inch = 20 ft N
L OF PARKING STRIPE ol CONSTRUCTION SHALL COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF THE P
& ELEV.=215.01 o TOWN OF ACTON. s
B | 0. ALL MATERIAL AND WORKMANSHIP ASSOCIATED WITH THE STORM SEWER SERVICE o)
R=214.99 | CONSTRUCTION SHALL COMPLY WITH THE LATEST STANDARDS AND SPECIFICATIONS OF THE S o
I © | TOWN OF ACTON. 5 'Q
P.  BACKFILL ALL UTILITY TRENCHES UNDER PAVEMENT WITH GRANULAR MATERIAL. 5 i
o o
-l
: <
o KEYED NOTES () 8 & 0_0| HG_J; G
BANDONED N —
e S L% 1. EXISTING GAS SERVICE TO BE REUSED/EXTENDED. ALL MATERIAL AND INSTALLATION PER DIRECTION OF NSTAR. 18|~ ®©S 0
< 2. NEW GAS METER AND ENTRY. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. ALL MATERIAL AND INSTALLATION PER DIRECTION OF NSTAR. (o
© M 3. APPROXIMATE LOCATION OF EXISTING 10” WATER MAIN. Q JORIn = <
e 4. NEW 10" WATER MAIN. PER ACTON WATER DISTRICT REQUIREMENTS. CONTRACTOR TO COORDINATE DISCONNECTION AND POTENTIAL DOWN TIME WITH SHOPPING o2 o =5 5
] ) CENTER OWNER AND AFFECTED USERS IN ORDER TO MINIMIZE/ELIMINATE SERVICE LOSS(ES). c Pl D=
PARCEL A © o (3 5. EXISTING DOMESTIC WATER SERVICE TO BE REUSED/EXTENDED PER ACTON WATER DISTRICT REQUIREMENTS. S s 8= =]
252 MAIN STREET R=214.45 6. NEW 4" FIRE LINE WATER SERVICE WITH 48" MINIMUM COVER PER ACTON WATER DISTRICT REQUIREMENTS. a x| O =l D
N/F 7. NEW INTERIOR WATER VALVE PER ACTON WATER DISTRICT REQUIREMENTS. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. - T
THE STOP & SHOP 8. NEW WATER SERVICE ENTRY LOCATION. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. Q =
SUPERMARKET CO. 9. NEW PRIMARY UNDERGROUND ELECTRIC SERVICE (PER LOCAL CODES). THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLING PVC @ ©
BK. 26935 PG. 05 CONDUIT. THE CONTRACTOR SHALL PROVIDE AND PULL CONDUCTOR FROM TRANSFORMER TO POINT OF CONNECTION ON POLE. NSTAR TO SIZE CONDUIT AND g Lo
CONDUCTOR. =
10. NEW TRANSFORMER AND 8’ X 8 CONCRETE PAD AND BASE PER NSTAR REQUIREMENTS. CONTRACTOR TO COORDINATE TRANSFORMER LOCATION WITH SERVICE 3
PROVIDER PRIOR TO INSTALLATION. N
11. NEW SECONDARY UNDERGROUND ELECTRIC SERVICE (PER LOCAL CODES). THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLING PVC o
CONDUIT, CONDUCTOR AND ALL OTHER MATERIALS. NSTAR TO SIZE CONDUIT AND CONDUCTOR. 3
12. NEW ELECTRIC SERVICE POINT OF ENTRY. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. ™
13. NEW TELEPHONE SERVICE TO NEAREST POINT OF CONNECTION. ALL MATERIAL AND INSTALLATION BY VERIZON AT CONTRACTOR'S EXPENSE.
14, NEW PVC TELEPHONE SERVICE CONDUIT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLING THE CONDUIT AND PULLWIRE. ALL OTHER
MATERIAL AND INSTALLATION BY VERIZON AT CONTRACTOR’S EXPENSE.
15. NEW TELEPHONE SERVICE POINT OF ENTRY. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION.
16. NEW SANITARY SEWER SERVICE POINT OF CONNECTION AT EXISTING 6" STUB (PER THE TOWN OF ACTON REQUIREMENTS). INV = 208.62'+
17. NEW 6" PVC (SCHEDULE 35) SANITARY SEWER SERVICE WITH 1.8% MINIMUM SLOPE AND 48" MINIMUM COVER.
87 18. NEW 6" PVC (SCHEDULE 35) SANITARY SEWER SERVICE WITH 1.7% MINIMUM SLOPE AND 48" MINIMUM COVER. ®
JNR 19. NEW GREASE TRAP (GT—4000). REFER TO DETAIL ON SHEET C-7. =
SR 20. NEW SANITARY SEWER CLEANOUT. REFER TO DETAIL ON SHEET C—6. INV = 209.67° CLEANOUT COVER TO BE FLUSH WITH FINISHED GRADE
21. NEW SANITARY SEWER CLEANOUT. REFER TO DETAIL ON SHEET C—6. INV = 209.38' CLEANOUT COVER TO BE FLUSH WITH FINISHED GRADE =3
S 22. NEW SANITARY SEWER CLEANOUT. REFER TO DETAIL ON SHEET C—6. INV = 209.00° CLEANOUT COVER TO BE FLUSH WITH FINISHED GRADE
¥ 23. NEW SANITARY SEWER CLEANOUT. REFER TO DETAIL ON SHEET C—6. INV = 208.62° CLEANOUT COVER TO BE FLUSH WITH FINISHED GRADE [l
. Ha 24. NEW INTERIOR GREASE TRAP. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION.
/ A 25. NEW GREASE SEWER SERVICE POINT OF ENTRY. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. INV = 209.75’ ==
i Wnk 26. NEW SANITARY SEWER SERVICE POINT OF ENTRY. REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION. INV = 209.68’
| a 80U e éQ% 27. NEW 6" HDPE (SCHEDULE 35) ROOF DRAIN LINE AT 2.00% MINIMUM SLOPE AND 48" MINIMUM COVER. INVERT IN = 211.00° 2
N B0U e O IR 28. NEW 6" HDPE (SCHEDULE 35) ROOF DRAIN LINE AT 3.00% MINIMUM SLOPE AND 48" MINIMUM COVER. INVERT IN = 211.00°
' D —— ex 29. NEW STORM SEWER STRUCTURE. (PER THE TOWN OF ACTON REQUIREMENTS) 12”7 INV IN/OUT = 207.3'%, 6” INVERT IN = 210.00’
R 30. NEW STORM SEWER GRATED MANHOLE LID. (PER THE TOWN OF ACTON REQUIREMENTS) REFER TO GRADING PLAN ON SHEET C-3 FOR RIM ELEVATION
\g < 31. EXISTING PRIVATE 12”7 RCP STORM SEWER MAIN (TO REMAIN).
B 32. MAINTAIN 18” MINIMUM VERTICAL CLEARANCE.
< | om 33. EXISTING CATCH BASIN RIM TO BE ADJUSTED TO GRADE. REFER TO GRADING PLAN ON SHEET C-—3.
- | fez28z2 1134, EXISTING WATER VALVE TO BE ADJUSTED TO GRADE. m" o
— /=206.92 (A) 12" RCP -
® ou 20585 (5) 19 R LW
37 UTILITY CONTACTS: : nlg
ELECTRIC COMPANY NSTAR <
ONE NSTAR WAY o
WESTWOOD, MA 02090 |— 3
I . r (888) 633-3797 m £
- N o WATER ACTON WATER DISTRICT z
693 MASSACHUSETTS AVENUE k S c
ACTON, MA 01720 LLl $.5 8
(978) 263-9107 : ‘ggggg
Ehe 2
SANITARY SEWER TOWN OF ACTON c 89588
472 MAIN STREET %§%§§
OJd§5§%X5
(ol anedd

STORM SEWER TOWN OF ACTON T o~ ol <
472 MAIN STREET LIS F|<| @
ACTON, MA 01720 | |N|=|0O
(978) 929-6632 | |«
Q S
GAS NSTAR @ S
ONE NSTAR WAY < s | @
WESTWOOD, MA 02090 @ |3
(866) 678—2744 .. c | x
) [8)
gl o] 3|8
8 o ® E N
s |ln|lalal o

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT
THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS
TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT
GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE

Inc., including this document, are to
be used only for the specific project
and specific use for which they were
intended. Any extension of use to any
other projects, by owner or by any
other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own
risk. If used in a way other than that
specifically intended, user will hold
CoreStates, Inc. harmless from all
claims and losses.

Documents prepared by CoreStates,

CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
UTILITIES.

NOTE:

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
VICINITY OF THE PROPOSED BUILDING PRIOR TO THE
START OF CONSTRUCTION TO ASCERTAIN EXACT

MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR

POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-4
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH

WORK. 5 OF 12
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1 2 S 4 S 6

% NAF BEST MANAGEMENT PRACTICES SEQUENCE
| ' ; THE STOP & SHOP
L SUPERMARKET CO. N o NOTE: UPON IMPLEMENTATION AND INSTALLATION OF THE FOLLOWING AREAS: TRAILER, PARKING, LAY <
| BK. 26935 PG. 05 U55%9% | | DOWN, PORTA POTTY, WHEEL WASH, CONCRETE WASHOUT, MASON'S AREA, FUEL AND MATERIAL =
| : %70 STORAGE CONTAINERS, SOLID WASTE CONTAINERS, ETC, IMMEDIATELY DENOTE THEM ON THE SITE MAPS =
S X AND NOTE ANY CHANGES IN LOCATION AS THEY OCCUR THROUGHOUT THE CONSTRUCTION PROCESS. % 2
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“ N = % WAG AL ©'END | H
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v (=215.01 g\ 2. INSTALL SILT SOCKS ON THE SITE (CLEAR ONLY THOSE AREAS NECESSARY TO INSTALL SILT FENCE.)
- : , v : | | 3. PREPARE TEMPORARY PARKING AND STORAGE AREA.
) v LY /: % | 4. CONSTRUCT AND STABILIZE SEDIMENT TRAP(S) (CLEAR ONLY THOSE AREAS NECESSARY TO INSTALL TRAPS). o
( e | o b cogssnconngapaadit R 5. BEGIN CLEARING AND GRUBBING THE SITE. =
Al \ \ 6. BEGIN BUILDING DEMOLITION. a
o TN 7. BEGIN GRADING THE SITE.
\ LN 8. START CONSTRUCTION OF BUILDING PAD AND STRUCTURES. **
\ \ ey GRAPHIC SCALE >
Py 58 PHASE || o
— F—O—TF J © | :; 1. TEMPORARILY SEED, THROUGHOUT CONSTRUCTION, DENUDED AREAS THAT WILL BE INACTIVE FOR 14 DAYS 20 0 10 20 40 80
lu C © 2. INSTALL PIPING, UTILITIES, UNDERDRAINS, STORM SEWERS, CURBS AND GUTTERS. ~
i 3. INSTALL INLET PROTECTION AT ALL STORM SEWER STRUCTURES AS EACH INLET STRUCTURE IS INSTALLED. ( IN FEET ) AN
” » : 4. PERMANENTLY STABILIZE AREAS TO BE VEGETATED AS THEY ARE BROUGHT TO FINAL GRADE. . _ b
PARCEL A \ 1 inch = 20 ft. ™
: . 5. PREPARE SITE FOR PAVING. ©
252 MAIN STREET c L e e N | = PAVE SITE o
NF ] S B ) S e NI SR N 7. INSTALL APPROPRIATE INLET PROTECTION DEVICES FOR PAVED AREAS AS WORK PROGRESSES. = o -
THE STOP & SHOP RURCRR X R » r e 8. COMPLETE GRADING AND INSTALLATION OF PERMANENT STABILIZATION OVER ALL AREAS. EROSION CONTROL PLAN NOTES 5 N C_5
I SUPERMégKU %05- ] B R v v —J g 9.  OBTAIN CONCURRENCE WITH THE PANERA CONSTRUCTION MANAGER THAT THE SITE HAS BEEN = ™~ 0
| BK. 26935 PG. ; S TN T * \ —_— A T FULLY STABILIZED THEN: A. REFER TO SHEET C—1 FOR DEMOLITION PLAN. 9 o
A R e— — = AR N, A, REMOVE ALL REMAINING TEMPORARY EROSION AND SEDIMENT CONTROL DEVISES, B. REFER TO SHEET C—2 FOR DIMENSIONS AND IDENTIFICATION OF OZlo =
e B.  STABILIZE ANY AREAS DISTURBED BY THE REMOVAL OF BMP’S, AND PROPOSED IMPROVEMENTS. S 68 o = O
e T YN C.  CONTINUE DAILY INSPECTION REPORTS UNTIL THE FINAL DAILY INSPECTION REPORT, MARKED C. REFER TO SHEET C—3 FOR GRADING AND DRAINAGE. Tol~%Yc s
N T s o 'READY TO TERMINATE PERMIT’, IS SIGNED BY THE CONSTRUCTION MANAGER AND SUBMITTED. D. REFER TO SHEET C—3 FOR GENERAL LEGEND. ot — @®© ) (-
GRADE TO ( NN E. REFER TO SHEET C—4 FOR UTILITY PLAN. < o 1 Og S
DRAN-" fr Ny Bl o ol NOTE: THE GENERAL CONTRACTOR MAY COMPLETE CONSTRUCTION—RELATED ACTIVITIES CONCURRENTLY F. REFER TO SHEET C—5 FOR EROSION CONTROL PLAN. = = =
LN R e | ' ONLY IF  ALL PRECEDING BMP'S HAVE BEEN COMPLETELY INSTALLED, BMP—RELATED STEPS IN THE G. REFER TO SHEET L—1 FOR LANDSCAPING MATERIALS. Qpn O o O
ABOVE SEQUENCES ARE ITALICIZED FOR CLARITY. H.  ALL DIMENSIONS ARE TO GROUND LEVEL IMPROVEMENTS (FACE OF CURBC ".|%= @ @
CONCRETE SLAB, ETC.) UNLESS NOTED OTHERWISE. Ss S=§3l <
o MR B | . CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR o ¥ O cl O
LI L LOCATIONS AND DIMENSIONS OF SIDEWALKS, PRECISE BUILDING 5 T | —
Iy ), DIMENSIONS AND EXACT BUILDING UTILITY ENTRANCE LOCATIONS. > = U
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T ‘%5‘3;‘%‘:"‘:' SO 'ff’.ﬂi%:‘ LU S T 1=206.92 (4) 12" A SYMBOL DESCRIPTION =3
N el Ll || =288 | BENCHMARK 2—  MAG NAIL AT END OF PARKING STRIPE. - — — |PROPERTY LINE
ELEVATION=215.01 — —  |LIMITS OF DISTURBANCE
==
PAVEVENT SAWCUT
R -~ —— 50— —— — |EXISTING CONTOUR
4 LMOUNTABLE BERM
(OPTIONAL) 501 PROPOSED CONTOUR
PAVEMENT BMP_LEGEND
50" MIN. _ a.
T SYMBOL DESCRIPTION m " &
| 10
vvvvvvvvvvvvvvvv Lol ‘ o
PS | [brererr, PERMANENT SODDING nl oc
“““““ = O
EROSION PREVENTION AND SEDIMENT CONTROL NOTES EROSION PREVENTION AND SEDIMENT CONTROL NOTES (CONT.) N PAVEMENT <
Pl @ ENCIRCLE CATCH BASIN GRATE WITH o
1. PRIOR TO STARTING ANY OTHER WORK ON THE SITE, THE CONTRACTOR SHALL NOTIFY 12.  ALL PERMANENT AND TEMPORARY SEEDING SHALL BE AS FOLLOWS (UNLESS OTHERWISE . HAYBALES |— B
APPROPRIATE AGENCIES AND SHALL INSTALL EROSION CONTROL MEASURES AS SHOWN ON NQTED): |1 ' £
THE PLANS AND AS IDENTIFIED IN FEDERAL, STATE, AND LOCAL APPROVAL DOCUMENTS \_‘f m 2
PERTAINING TO THIS PROJECT. GERMINATION PURITY = o mmmmmmm [SILT SOXX £
PERMANENT SEEDING PROPORTION MINIMUM MINIMUM PLAN VIEW (REFER TO SHEET C-5) L S .
2. CONTRACTOR SHALL INSPECT AND MAINTAIN EROSION PREVENTION AND SEDIMENT LLl £0.9 9
CONTROL MEASURES, AND REMOVE SEDIMENT THEREFROM ON A WEEKLY BASIS AND LAWNS: 1) STONE FOR A STABILIZED. CONSIRUCTION ENTRANCE SHALL BE 1 T0 2 INCH STONE . V : ‘§g§§§
WITHIN TWELVE HOURS AFTER EACH STORM EVENT (0.5” OF RAINFALL OR GREATER) AND CREEPING RED FESCUE 50% 85% 95% STONE R & STABLIZED. CONSTRUCTION ENTRANCE SHAl : CE ) | bS5 | CONSTRUCTION EXIT (REFER TO SHEET C—5) G323
DISPOSE OF SEDIMENTS IN AN UPLAND AREA SUCH THAT THEY DO NOT ENCUMBER KENTUCKY BLUEGRASS 40% 85% 90% 2) THE_LENGTH OF THE STABILIZED, ENTRANCE SHALL NOT BE_ LESS THAN 50 FEET @88 -0-8= o 8353 8
OTHER DRAINAGE STRUCTURES AND PROTECTED AREAS. MANHATTAN PERENNIAL RYE 10% 90% 95% EXCEPT FOR A SINGLE RESIDENTIAL LOT WHERE A 30 FOOT MINIMUM WOULD APPLY. §-§%§§
— B3e52
3. CONTRACTOR SHALL BE FULLY RESPONSIBLE TO CONTROL CONSTRUCTION SUCH THAT GERMINATION 5) THENTBIGREERR, OF THE STONE FOR THE STABILIZED ENTRANCE SHALL NOT BE LESS @ —— cF —cr —— [CONSTRUCTION FENCE & RAES4
SEDIMENTATION SHALL NOT AFFECT REGULATORY PROTECTED AREAS, WHETHER SUCH TEMPORARY SEEDING* % WEIGHT MINIMUM 4) THE WIDTH OF THE ENTRANCE SHALL NOT BE LESS THAN THE FULL WIDTH OF THE (REFER TO SHEET C-8)
SEDIMENTATION IS CAUSED BY WATER, WIND, OR DIRECT DEPOSIT. ENTRANCE WHERE INGRESS OCCURS OR 10 FEET, WHICH EVER IS GREATER. < o N o0 Y
WINTER RYE 80% MIN. 85% 5) GEOTEXTILE FILTER CLOTH SHALL BE PLACED OVER THE ENTIRE AREA PRIOR TO BIN[F|<| D
4. CONTRACTOR SHALL PERFORM CONSTRUCTION SEQUENCING SUCH THAT EARTH MATERIALS RED FESCUE (CREEPING) 4% MIN. 80% PLACING THE STONE. FILTER CLOTH IS NOT REQUIRED FOR A SINGLE FAMILY ||l =]|0
ARE EXPOSED FOR A MINIMUM OF TIME BEFORE THEY ARE COVERED, SEEDED, OR PERENNIAL RYE GRASS 3% MIN. 90% | ' %E e MARKING OF THE LIMITS OF WORK IN THE FIELD PRIOR T < | - 2
OTHERWISE STABILIZED TO PREVENT EROSION. RED CLOVER 3% MIN. 90% 6) ALL SURFACE WATER THAT IS FLOWING TO OR DIVERTED TOWARD THE CONSTRUCTION @)
OTHER CROP GRASS 0.5% MAX. BERM WirH 511 'SLOPES THAT CAN BE CROSSED'BY VEHICLES MAY BE SUBSTITUTED FOR THE START OF CONSTRUCTION OR SITE CLEARING (X >,
5. DISTURBED AREAS SHALL BE TEMPORARILY SEEDED AND MULCHED. HAY MULCH SHALL BE NOXIOUS WEED SEED 0.5% MAX. THE PIPE. < 5 | @
APPLIED AT A MINIMUM RATE OF 1—1/2 TONS/ACRE. INERT MATTER 1.0% MAX. 7) THE ENTRANCE SHALL BE MAINTAINED IN_A CONDITION THAT WILL PREVENT m o
TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS—0OF—-WAY. THIS MAY REQUIRE . _gé
6 ALL AREAS OF DISTURBANCE SHALL HAVE TEMPORARY OR FINAL STABILIZATION WITHIN 21 * TEMPORARY SEED FOR LAWNS SHALL ONLY BE PLANTED WHEN PERMANENT GRASSES AND/OR CLEANOUT OF ANY MEASURES 'USED T0'TRAP SEDIENT_ ALL SEOMENT ¥ |8l g|S|8
) —0OF— ’ . © +— ]
DAYS OF THE INITIAL DISTURBANCE. AFTER THIS TIME, ANY DISTURBANCE IN THE AREA CANNOT BE PLANTED DUE TO THE GROWING SEASON. BROUPTLY. oHED OR TRACKED ONTO PUBLIC RIGHT=OF—WAY MUST BE REMOVED %To ROSION CONTROL DETAILS ON SHEET o FOR THE FOLLOWING 8 :DS < ‘DE S
SHALL BE STABILIZED AT THE END OF EACH WORK DAY. THE FOLLOWING EXCEPTIONS - r =
A A
D APPLY: 13, UPON COMPLETION OF CONSTRUCTION AND ESTABLISHMENT OF PERMANENT GROUND B RS Sy TS WAk e S REQUIRED P SiAC BEEONE G AREA” . GENERAL EROSION AND SEDIMENTATION CONTROL NOTES.
COVER, CONTRACTOR SHALL REMOVE AND DISPOSE OF EROSION PREVENTION AND SIAPLIZED WITH STONE WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING - BMP MAINTENANCE NOTES. o528 o 258o=
A.  STABILIZATION IS NOT REQUIRED IF WORK IS TO CONTINUE IN THE AREA WITHIN SEDIMENT CONTROL MEASURES AND CLEAN SEDIMENT AND DEBRIS FROM ENTIRE - USGS _QUADRANGLE MAP. 5o 5S083 20528
THE NEXT 24 HOURS AND THERE IS NO PRECIPITATION FORECAST FOR THE NEXT DRAINAGE AND SEWER SYSTEMS. . VICINITY MAP. 0-53882 458838
24 HOURS. . PROJECT PHASING TABLE. 85885258835 g
— +— (]
14, THE CONTRACTOR MAY MOVE THE SILT SOCKS AND CHAIN LINK FENCE ON A TEMPORARY R G R 2 R . TEMPORARY FENCE DETAIL. 5588:800555327
B.  STABILIZATION IS NOT REQUIRED IF THE WORK IS OCCURRING IN A BASIS AS NEEDED TO PERFORM ANY OF THE CURB, SIDEWALK, UTILITY WORK ADJACENT 10° Lineal 58 0-855352885
SELF—CONTAINED EXCAVATION (l.E. NO OUTLET) WITH A DEPTH OF 2 FEET OR TO THE STREETS. THE FENCE AND SILT SOCKS ARE TO BE RETURNED TO THE PROPER Spacing Filtrexx® SiktSoxx™ 08523808585 F
GREATER (E.G., FOUNDATION EXCAVATION, UTILITY TRENCHES) LOCATION AT THE END OF EACH DAY. (12" - 18" Typical) s 55588 ,5c>088
+ oy THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE g5ccf8s853>45
8. iERMANENT SiEDING SHALL OCCLiR BETWEEN APRIL 1 AND JUNE 15, A/EID/OR BFATWEEN 15.  REQUIRE THE ct\EANn:G o/z CATCH BASIN SUMPS AND STORMWATER BASINS FOLLOWING Q. Area to be Protected LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN | 55532808488
Mﬂ(ﬁgang ND OCTOBER 15. ALL SEEDING FROM SEPTEMBER 15 SHALL BE HAY CONSTRUCTION AND ANNUALLY THEREAFTER. . ON THESE PLANS IS BASED ON DESIGN DRAWINGS. RECORDS EE8885555°59
~ —_— OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE, 823853855453
- £ o=

MEASUREMENTS TAKEN IN THE FIELD. CORE STATES, INC.

9. DUST SHALL BE CONTROLLED THROUGH THE USE OF WATER. '+ DOES NOT GUARANTEE THAT LOCATIONS SHOWN ARE EXACT.

THE CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF UTILITIES.

Work Area Filtrexx® Compost

10. CONTRACTOR SHALL PROVIDE NECESSARY EROSION PREVENTION AND SEDIMENT CONTROL SiltSoxx™
MEASURES TO INSURE THAT SURFACE WATER RUN—OFF FROM UNSTABILIZED AREAS DOES

NOT CARRY SILT, SEDIMENT, AND OTHER DEBRIS OUTSIDE OF THE LIMITS OF WORK.

Filtrexx® SiltSoxx™

™
11. AN AREA SHALL BE CONSIDERED STABLE IF ONE OF THE FOLLOWING HAS OCCURRED: Plan View Filtrexx® SiltSoxx™ Section NOTE:
A.  BASE COURSE GRAVELS HAVE BEEN INSTALLED IN AREAS TO BE PAVED: GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
B. A MNIMUM OF 85% VEGETATED GROWTH HAS BEEN ESTABLISHED: SILT SOCK DETAIL LOCATING AND UNCOVERING EXISTING UTILITIES IN_THE
C A MINIMUM OF 3—IN OF NON—EROSIVE MATERIAL, SUCH AS STONE OR RIPRAP, N.T.S, Notes: VICINITY OF THE PROPOSED BUILDING PRIOR TO THE
HAS BEEN INSTALLED: 4. All nanidl © most Frwce apecicatons START OF CONSTRUCTION TO ASCERTAIN EXACT
D FROSION CONTROL BLANKETS HAVE BEEN PROPERLY INSTALLED. 2. SitSoux™ compostisoilrockiseedfil to meet ppication L"é_TrEEI'TAlkE’ chn?;\J?TN?/Q|TE|LEFV>RAQPOISSSEDET|§#QSIVDEJENE”T%
§ ﬁmﬂ e i W | . GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND C-5
may require larger socks per the Engineer. ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH
4. Compost material to be dispersed on site, as determined by WORK. 6 OF 12

Engineer.
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COURSE) MHD M2.01.7

1 %" BITUMINOUS CONCRETE TOP

COURSE, MHD M3.11.03

2" BITUMINOUS CONCRETE
BINDER COURSE, MHD M3.11.03
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6” DENSE—GRADED 6" GRAVEL 6” PREPARED EARTH
CRUSHED STONE FOR BORROW SUBGRADE
SUBBASE (BASE (SUBBASE (PROOFROLLED)

COURSE) MHD
M1.03.0 TYPE B

DETAIL NOTES:
1.

COMPACT AGGREGATE BASE COURSE TO 95% MODIFIED PROCTOR PER ASTM D—1557.

2. COMPACT PREPARED EARTH SUBGRADE TO 90% OR GREATER OF MAXIMUM DRY DENSITY PER

ASTM D—1557.

4” THICK CONCRETE SIDEWALK WITH

VARIES

REFER TO SITE PLAN
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6X6—-W1.2XW1.2 WELDED WIRE
FABRIC REINFORCEMENT

1.

DETAIL NOTES.:

_J

LF’REF’ARED EARTH SUBGRADE

(PROOFROLLED)

PROVIDE 3" PREMOLDED EXPANSION JOINT FILLER AT 60" CENTERS.
2. PROVIDE TOOLED CONTRACTION JOINTS AT 1Q° CENTERS.

NEW CONCRETE CURB

BACK OF WALK

ASPHALT PAVING DETAIL (STANDARD DUTY)

CONCRETE SIDEWALK DETAIL

1/2"x6" ASPHALT IMPREGNATED
EXPANSION JOINT AT 20" 0.C. EACH WAY

6" CONCRETE SLAB (3500 PSI)

NEENAH R—4999—-HX

SOLID COVER AND FRAME

CONCRETE SIDEWALK

607 60" 60”7
MIN MIN
A<_
\
8.33% < 8.33%
NI
MAX ™| = MAX
< <
= =
N
A<_
NEW CONCRETE CURB NEW DETECTABLE WARNING
AND GUTTER SURFACE
PLAN VIEW
(127 VARES | 6
RAMP v
2%

MAX —

SECTION A—A

" CAP

ROUND WELDED CAP

4" SCHEDULE 40 STEEL PIPE
FILLED WITH CONCRETE

BLACK PAINTED STEEL PIPE

"EGGSHELL” FINISH

CONCRETE PAVEMENT
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BOLLARD DETAIL

THREADED PVC CLEANOUT PLUG
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"C.0.” CAST IN COVER
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6"x6” WWM OVER 6" MIN. OR EQUAL Q ” " i '
EE GRADING PLAN CRUSHED STONE BASE, INSTALL o = 2" EXPANSION JOINT 2" EXPANSION JOINT ADJUSTABLE HEAD 4” MIN. 2500 PSI P.C.
= MESH BETWEEN 3 1/2” AND 4 2 =2 I P
FOR SLOPE e on BoTToN oF S/LAB ! — | 12 12 CONCRETE COLLAR
N { _ NOTE: SEE APPLICABLE DETAIL 5 |
A L 2 ~ | FOR BACKFILL AND BEDDING —
FINISH GROUND B ) INSTRUCTIONS. || |=——SIZE OF RISER PIPE PER LOCAL CODES
. ; H — ASPHALT PAVEMENT © | L % K 4 45" BEND
——— = z - X - 4 \ ] SOBS 02 o 00
/c%%u@% & COMPACTED CRUSHED = £z ’ 50 "7z —~—CRUSHED STONE PER LOCAL CODES
% ﬁ‘ﬁo% GRAVEL BASE P Py - = “o \ \ \ h o | Z 02 507 °c 8 027
Iiode ad e o - g 2 = oe%, ee 00t
LT o1 2 PN //\ q - //\ > o/ P . omeonowor mon
NN\ R A =9 -\ —=
- s NEW CONCRETE CURB NEW DETECTABLE WARNING é f — . %
I Rz /\\ /\\ NN AN AN AN AN /\\ K - E
AND GUTTER SURFACE = —
2’ / 52 0 07 o0 75
PLUG WYE IF SERVICE LATERAL
SEE PLAN FOR PIPE WYE
o ISOMETRIC VIEW SIZE. TYPE. AND DOES NOT CONTINUE
ELEVATION
DETAIL NOTES:
1. CONTRACTOR IS TO INSTALL CLEANOUT AT ANY PIPING ANGLE CHANGES AND AT EVERY 50 FEET
IN' PIPING RUNS GREATER THAN 100 FEET IN LENGTH.
CURB,/RAMP SURFACE
- o 48” FILLER (2H:1V MAX SLOPE)
oz e
D) ) » ) »
© © ° . ° BEKAEER STFG)ACING v CoT RS 4" WIDE SINCLE
N L ) DETAIL 16" TO YELLOW SOLID LINES
3/4” RADIUS oA 5 47 AT 24” CENTERS
e (] IS i .
Q Q - 3 1" RADIUS ) —
ha) o 1/2” MIN. RADIUS \ » 0.C. 4" WIDE SINGLE YELLOW SOLID LINE
/ . ‘ — 0.4" N L
1”7 MAX. RADIUS =] ] D i ==, z
R ST ) 0 ‘ H = 4” WIDE SINGLE WHITE SOLID LINE 3 =z
5” 1 () !ﬁ@ﬁ‘: ar L RN !ﬁ@ﬁ: = I —— - A 5
' - == ) A = = ——— 4” WIDE DOUBLE YELLOW SOLID LINE £3 .
| IE=IEN < : A » 2 b
el reutiie R GRS - 4 T | n
{ CONTRACTOR TO PROVIDE : A e =TT Tt e . N/z e ——————————— o @
f \ © / A =N 090 o= 4" WIDE DOUBLE YELLOW DASHED LINE 29 &g
: COAT TO FACE OF CURB A== SRR R =N R = T = = B Em Em  mm - o2
WHERE CURB CONTACTS . 2, W <
. g % ASPHALT 4" PORTLAND CEMENT CONCRETE == == =a == == == ~ > >
0 : ) . CUT EDGE SECTION 12" WIDE SINGLE WHITE SOLID LINE
- L e #4 DEFORMED BAR, 8" LONG AT 18" CENTERS NEW DETECTABLE
N == WARNING SURFACE o ] —
o L X ASPHALTIC CONCRETE PAVING. PREPARED EARTH SUBGRADE (PROOFROLLED) 6" T0 8" FROM | VARIES SEE PLAN |
P.C. CONCRETE RN e TR A SEE PAVING DETAILS FOR NEW CONCRETE CURB FACE OF CURB | !
- PAVEMENT SECTIONS, SUBBASE, AND GUTTER TO EDGE OF PAINTED STRIPES PAINTED AISLE
SUBGRADE AND COMPACTION DETECTABLE
REQUIREMENTS. SURFAC

DETAIL NOTES:

1.

IF CURB IS POURED INTEGRAL WITH PAVEMENT, THEN DOWEL BAR AND CONSTRUCTION JOINT
MAY BE OMITTED.

CONCRETE CURB DETAIL

CONCRETE FLUME DETAIL

VARIES
REFER TO SITE PLAN FINISH WITH 37
RADIUS TOOL
TOOLED CONTROL JOINT 44 BAR AT 48" O.C.
VERTICAL
:miv - e El — , . ©
T 4
Il =T ] T 1/
i * N OSOS0S0S0S0
— 1< A S
AR TR, [ R ts

#5 BAR HORIZONTAL
AT TOP AND BOTTOM
(STOP REINFORCING
AT JOINTS)

| I= =l T I=I}I
4" THICK CONCRETE SIDEWALK WITH

BX6—W1.2XW1.2 WELDED WIRE
FABRIC REINFORCEMENT

PREPARED EARTH SUBGRADE
(PROOFROLLED)

PRE—DRILLED MOUNTING HOLES;
INSTALL WITH REBAR PER SECTION VIEW BELOW.

WHEEL STOP OPTIONS LISTED
BELOW. CONFIRM TYPE TO BE

o

o

[©]

©

USED WITH PANERA
CONSTRUCTION MANAGER.

EQ TO

PARKING STRIPE

EQ TO PARKING STRIPE |

I
bl
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»

PLAN

:2? __()?’

‘\FROM CURB

WHEEL STOP

[ W‘F_WVC_‘/_Y(?“
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b eale et 2
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REBAR.

STOREFRONT SYSTEM, PATIO SCREEN OR RAILING
LANDSCAPE BED OR SIDE WALK

CURB

14" LONG, 5/8" DIAMETER
IF IN CONCRETE,

DRILL & EPOXY IN PLACE.

A. SOLID RECYCLED PLASTIC
WHEEL STOP GUARANTEED
AGAINST BREAKAGE FOR 10
YEARS (SHOWN IN DETAILS)
ACCEPTABLE MANUFACTURERS:
BARCO, NEWSTRIP INC., AND
TUFF RHINO FINISH:
STANDARD GRAY

B. PRECAST CONCRETE WHEEL
STOP SIZE: 6'-0"L X 9D X 6
1/2"H INCLUDES TWO
THRU—HOLES FOR ANCHORING
INSTALL WITH TWO #4 REBARS
PER MANUFACTURERS
INSTRUCTIONS

DETECTABLE SURFACE LAYOUT
RAMP _ON STRAIGHT EDGE

REFER TO

DOME SPACING 48
DETAIL N
V1

[a]ealalealaloTaTa]
[OO0000Q000
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NEW DETECTABLE
WARNING SURFACE

NEW CONCRETE CURB
AND GUTTER

DETECTABLE SURFACE LAYOUT
RAMP ON CURVED EDGE
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CORE STATES

EE-E-
a L %

50 Crestwood Executive Center, Suite 500

St. Louis, MO 63126
Phone (314) 843-4320
Fax (314) 843-4323
pbennett@core-eng.com

SECTION A—A

CUT ON DOME
(2H:1V MAX SLOPE)

FILLER (2H:1V MAX ‘SLOPE)L

CUT DOME DETAIL

1.67 TO

2.4"

MIN

VA
. ZNINZNIZN
o T T @ PP
S ;‘- (') S
N R N7 N7 N7\
&Y

VN

DOME (TYPICAL)

DOME SPACING DETAIL

PAINTED STRIPE DETAIL

DETAIL NOTE:

‘ 1 :2 ”

ZL’ _ S)?’

LEFT TURN

(TYP)

ALL TRAFFIC FLOW ARROWS ARE
TO BE PAINTED REFLECTIVE

:21 _ C)”

YELLOW, OR PER LOCAL CODES.

(TYP)

1 :2 ”

RIGHT TURN
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Documents prepared by CoreStates,
Inc., including this document, are to
be used only for the specific project
and specific use for which they were
intended. Any extension of use to any
other projects, by owner or by any
other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own
risk. If used in a way other than that
specifically intended, user will hold
CoreStates, Inc. harmless from all
claims and losses.
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DETECTABLE WARNING

SURFACE DETAIL
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FROM KITCHEN
/ N —NAMEPLATE INDICATING MFG: \""AST E SEWER LINE S
e \ PARK EQUIPMENT COMPANY =
( ) 800-256-B041 MODEL: GT o
N\ / DATE MANUFACTURED 5
8| u T — :
: - T D ,,,,,,, 1 . SAMPLE WELL
D ! { TO PUBLIC +..] FROM KITCHEN
fe l\ : SIGNAGE OTHER THAN HANDICAP ACCESSIBLE SEWER rSYS_IEM . - ﬁ,wASTE Q
-_,. ; . +—
(STOP, YIELD, ETC.) W . S
\ "
U—CHANNEL SIGN POST (2 LBS/FT) o SANITARY >
SEWER o
s USRS 0, STEEL P LD ' A PRI NUOE, SONRIA M0, AP fos, v
o
) < CONCRETE AND PAINTED TRAFFIC YELLOW DRAINAGE OF THE SEWER SYSTEM. THE GREASE INTERCEPTOR IS GENERALLY .
= © ONLY WHEN SIGN IS IN PAVED AREA OR INLET AND OUTLET PIPING — BURIED HELOW GRADE FOR GRAVITY FLOW SEWER SYSTEMS. A SAMPLE WELL N
z S SIDEWALK PROVIDED BY OTHERS |A5U #HT(IJIT;IZTI:Z(D ON THE OUTLET SIDE FOR SAMPLING BY THE LOCAL WATER —
s - \ (4p]
DETAIL NOTES: = ‘ = PLAN VIEW ©
COLOR(S) SHALL COMPLY WITH ALL LOCAL REGULATIONS. i~ REFER TO BREAK AWAY CHANNEL POST SEECIFICATIONS g
DETAIL WHEN STEEL PIPE IS NOT REQUIRED CONCRETE: CLASS 1 CONCRETE WITH DESIGN STRENGTH OF 4500 PS o
AT 28 DAYS, UNIT IS OF MONOLITHIC CONSTRUCTION AT ) N
N SLOPE TOP OF CONCRETE FLOOR, FIRST STAGE OF WALL AND BAFFLE WITH 5 —
) il SECTIONAL RISER TO REQUIRED DEPTH. (MONOLITHIC o) Ol 4o
BAFFLE REQUIRED, SLIDE—IN TYPE IS NOT ACCEPTABLE). — <l ©
ACCESSIBLE PARKING SYMBOL DETAIL S fogstoidunguilytioontion Ozl 3
: ) b (D)
JEY TO ASTM AB15 ON REQUIRED CENTERS OR EQUAL. —l o — =
CAST IRON FRAME AND —1 3 '\('Uoc
— ~—f— GRADE COVER (TYP. OF 2) D.. CASTINGS:  MANHOLE FRAMES, COVERS OR GRATES ARE | =
=== e = = : MANUFACTURED OF GREY CAST IRON CONFORMING TO ASTM ; U Q (f)
ST e | e ===} _ CONGRETE A4B-78 CLASS 30. MANHOLE SHALL BE NOMINAL 24" © o <
== o == EXTENSION — = | —
R =T el == — — AND BE TRAFFIC DUTY. 5 ; | —
, » N ==l gt L= i N R . 1A e s, ' Lo T, et (D) ) (D) o
2" o W AT NI ULV R DV L KA cles0e ©
== e A M [ fee— 6" VENT SLEEVE ~ [ Sl S>3 T
il i eIl 3500 PSI CONCRETE .. | —uoup surrace o e GREASE INTERCEPTOR SCHEDULE n < O~ c N
=== lEET=IE OUTLET @ —=—— ﬂ ‘ r - MODEL | CAPACTY | GREASE EMPTY | LENGTH | WIDTH | HEIGHT | INLET | OUTLET Q g
mﬁmﬁﬂﬁmﬁmﬁ HWH‘W i RE ry \ NUMBER | US GALLON | CAP. (LBS)| WT. (LBS) L W H FL1 FL2 O
| 1i 67 ) ) “ |=— MoNoLTHIC BAFFLE - 6T—500 500 1,200 7,000 | 7'-10" | 4'—4" | 4= 6" | 3-3" | - 0" O s
%" DIAMETER ? GT—750 750 1,700 11,000 | 7'-10° | 4'—4" | &= 0° | 4'-5" | 4- 2" % N
% 5" DIAMETER MACHINE BOLT " ) H - h GT—1000 1,000 2,300 13,200 | 8- 8" | 5-0" | 6'— 0° | 4'-8" | 4— 6" o)
K STANDARD FINISHED < ' 9 : 6T—1250 1,250 2,000 15,500 | 9°— 2" | 5—8" | 6'— 07 | 4'—9" | 4'— 6" N
o GALVANIZED GRADE \.’ FL2 ' —:D = FLI GT—1500 1,500 3,500 18,000 g'— 2| 5'-a8" | 7~ 0" | 5-9"| 5- 6" 8
z N [~ GALVANIZED RISER = - — 0" | 7—0" | 5-10" | 4'—8" | 4— & ©O
SEATZISIE\)ICSQUARE | & C == ! SUPPORT (TYP) —=-tmp GT—2000 2,000 4,600 24,500 13’ 0” 7. 0“ 5. 10» 4' 9” 4' 6' ™
OR HEXAGONAL 74 o - PRECAST CONCRETE o GT—2500 2,500 5,700 27500 | 13- 0" | 7-0" | 7’— 0" | 5'—9" | 5'— 6
HEAD MAGHINE - in a INTERCEPTOR —} - 6T-3000 3,000 6,900 30,000 | 13- 0" | 70" | 8'— 0" | §'-9" | &'~ 6"
BOLT WlTH NUT . “ “ e . ¥ b :' o, & 4 " -ﬂd - a - s N e - . . .: F GT_3500 3.500 81000 31.000 13._ 0. 7._0. 8._ 4- 7._1. 6._10"
2 = i e GT—4000 4,000 9,300 39,000 | 16—~ 0° | 8'—6" | 7— 0° | 5'-9" | 5'— &"
- L - OTHER SIZES AVAILABLE. CONTACT PARK EQUIPMENT COMPANY FOR MORE INFORMATION.
RT—1 BREAK AWAY POST (PLAN) BREAK AWAY POST (ELEVATION) ®
DETAIL NOTES:
. : THE GREASE INTERCEPTOR IS STRUCTURALLY AND HYDRAULICALLY ENGINEEREE TO CONFOR TO
DETAIL NOTES: 1. ALL SIGNS SHALL COMPLY WITH THE UNITED STATES DEPARTMENT OF TRANSPORTATION, FEDERAL REGIONAL PLUMBING CODES RECOMMENDED IN MOST CITIES. CONSULT WITH LOCAL AUTHORITIES FOR (<T;
1. LEGEND SHALL BE WHITE (RETROREFLECTIVE). HIGHWAY ADMINISTRATION’S "MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES” (LATEST EDITION), SPECIFIC APPLICATION REQUIREMENTS.
2. BACKROUND SHALL BE RED (RETROREFLECTIVE). AND LOCAL CODES AS SPECIFIED. SHOP DRAWINGS SHALL INCLUDE COMPLETE STRUCTURAL AND BOUYANCY CALCULATIONS CERTIFIED LIl
2. MOUNT SIGNS TO POST IN ACCORDANCE WITH MANUFACTURER'S REQUIREMENTS. BY A LICENSED PROFESSIONAL ENGINEER.
@a GEAE NTE:ICE’TOH m GT &%SR% Ig'!‘TH PARK EQUIPMENT COMPANY FOR EXACT EXCAVATION DIMENSIONS AND SHIFPING =3
” ” SCALES NONE ' =3
STOP" SIGN DETAIL SIGN POST DETAIL
NOTES:
1. REFER TO PAVING AND SURFACING, EOR'FS KSRA%AEY A%EU%EEEE)NTS
SECTION UNDER GRASS | SECTION UNDER ROADWAY OR SIDEWALK REQUIREMENTS. > 1 Vv FRAME TO BE SET IN 8" TOP SLAB WITH
p— 2. REFER TO LANDSCAPING FULL BED OF MORTAR H-20 LOADING
oy i eVl §E‘i§’é?EA‘ET"JS "TRENCH PAY LIMIT NEENAH R—3570 : e
THIS SIGN TYPICAL AT ALL RESERVED LANBSEARNG (T3 TABLE FOR PIPES” FOR PAYMENT FRAME & GRATE \ ’ >
HANDICAP PARKING SPACES PARKING (HOE. 2) OF ALL ITEMS IN WHICH PAY A\ 24” FOR SINGLE il
3 , » TRENCH WIDTH IS A VARIABLE — 2 S N m (o)
R7-8, 127 X 18 e N 7772777 77 I 7 7 I T T TH T FOR CALCULATIONS OF 8+ ' fe
/ (PER MUTCD, LATEST EDITION) _ TSy ‘ SAVEMENT CErT FOR TRENCH i 7 Y I ©
PAVEMENT SUB—BASE 4. REFER TO TRENCH PAVEMENT o R v oo T
THIS SIGN TYPICAL AT ALL COURSE (NOTE 1) aﬁ)r%s FOR PAVEMENT PAYMENT . Vi A <
VAN ACCESSIBLE HANDICAP =) K AENE — 2
PARKING SPACES R7—8a, 67 X 127 COMMON FILL AND - TRENGH PAT TINIT TARKE FDR PPER R = , £
—— / (PER MUTCD, LATEST EDITION PN-SlE PLL, TRENCH WIDTH & : PIPE SIZE (DIA.) M - S "SNOUT” OIL HOOD @
PENALTY SIGN WORDING VAN ) e PAYMENT LIMIT | GOMMoH. EELD gR ST FILL —— TRENCH WIDTH L [mMax. Lauib Lever T g / (7o) 5
SHALL BE AS REQUIRED ACCESSIBLE SUITABLE FOR REUSE (SEE TABLE) igrrABLEFER REUSE ON-SITE LESS THAN 2 2-0 N X §
BY STATE OR LOCAL CODE N 4 PENALTY SIGN, 6” X 12 ON-SITE AS BACKFILL MINIMUM OF 2° o 2" 10 6" 30" =g | OUTLET PIPE PER PLAN Ll k 2 o &
OVERLAP FILTER FABRIC SN N 2,9 8
L] » L] " a
b 1 Saen e \ ™ 22 U R N NOTES: o - Nt
HNE l§§§§§§§§§§§§§§§§§§§§§§§§§§§§§§§§ 2% i GREATERS | 1 & gt — - 1. PRECAST CONCRETE CATCH BASIN AS MANUFCTURED 5034 8
4 $63020208000r 1§ , Ssoessascaca) N _ BY SUPERIOR CONCRETE OR APPROVED EQUAL. c S=T3 g
LD. = INSIDE DIMENSION R T \ 2. CONCRETE: 4,000 PSI AFTER 28 DAYS. £40T
, Fo| 2 ~ | 3. REINFORCING: H—20 LOADING, 4 X 4/4 X 4 W.W.M. 5382t
S TED Tme B o e o 3k LI sue Tor Mo ss e & o =) 11
A — [ ¥ CRUSHED STONE BEDDING SUPPORT OF EXCAVATION - (IS 4. SHIPLAP JOINTS SEALED WITH 1 STRIP OF 1" DIA
goT P . . +T+|Z  BUTYL RUBBER SEALANT.
DETAIL NOTES: 7| - <] | 5. EACH CASTING TO HAVE LIFTING HOLES g (li) (;l| m | v
1. ALL SIGN BACKGROUNDS SHALL BE WHITE (RETROREFLECTIVE). s 2 CAST IN. 3 YRR
2. ALL SIGN LEGENDS AND BORDERS SHALL BE GREEN (RETROREFLECTIVE). FILTER FABRIC USE ' g 6. EACH SECTION TO BE LABELED AS NOTED. 5, Zl9l=|0
3. HANDICAPPED SYMBOL FOR SIGN R7—-8 SHALL BE WHITE ON BLUE BACKGROUND \ 1 SOIL TYPE X B (I) N
(RETROREFLECTIVE). - — . 1 X o ..
FILTER FABRIC SILT OR CLAY |GRANULAR SOIL PRECAST CONCRETE CATCH < .| &
(SEE TABLE) ABOVE GROUND| FILTER FABRIC | FILTER FABRIC » oy . >
HANDICAP ACCESSIBLE SIGN DETAIL V| Nor REdUReD | Nor ReaUreD e e BASIN WITH HOOD O3
TRENCH DETAIL FOR SEWER AND DRAIN PIPES  Feook el wicme e 7 e o R
WATER REQUIRED | NOT REQUIRED SECTION NT.S. w| 8| gl S|
2 Q
w w 8 8 © E =
m,ln| lAa|lol o
22 22 R5—1, 30" X 30" s ..
0 9 R . E o° =
UNDISTURBED A4 AN UNDISTURBED A4 AN (PER MUTCD, LATEST EDITION) £ o -ég g %g g %EE e
EARTH OR ——= < K EARTH OR —— K 1"—-8" 1"—8" NS Exox8 o085
COMPACTED //\\ /< FINAL COMPACTED //\\ /< FINAL o = o g g f ot g % £ =& .
FiLL j/\\ ;< BACKFILL FiLL j/\\ ;< BACKFILL S EE%‘S ; & US!; o E G % §
D > R > B8GE5SE0 S2E]
S— SF—— 58 0>053=0°2TY 52
Z 7 Y 7 7] = C SO 8L -T
PIPE——_ A NS PIPE——_ SN 59528202538 <
SPRING X Y SPRING X 0|2 (X SELgRBE0RBgGU®
LINE 2 /> INITIAL LINE 22 /\ INITIAL [ S no gsEe >c = cn
N < BACKFILL N S BACKFILL 58255 >8%65SEE
RN X S X : : 2558 SELER2ET
Z\\ N NS HAUNCHING Z\\ ' T SHAUNCHING ClJ C|> s 5855 §88% _g; %
N , & §4” BEDDING »é?&&%ﬁ&’ﬁi‘.ﬁ T4 BEDDING ~ ~ EE06l555-"00
% S (M) ESEEC NS (NN} SSomegEgey2s
o) PIPE_DIA. W P nEcge®°s829
<12” 0.D. OF PIPE + (12" TO 18") —
>127 > 0.D. OF PIPE + 18”
WATER LINE SANITARY SEWER
GENERAL NOTES
1. BEDDING SHALL BE CLASS |—A WORKED BY HAND. IF GROUNDWATER IS ANTICIPATED, THEN BEDDING SHALL BE CLASS |-B R 6 o 2 R
COMPACTED TO 85% STANDARD PROCTOR.
2. HAUNCHING SHALL BE WORKED AROUND THE PIPE BY HAND TO ELIMINATE VOIDS AND SHALL BE CLASS I—A OR CLASS |I-BOR CLASS
I COMPACTED TO 85% PROCTOR.
3. INITIAL BACKFILL SHALL BE CLASS I—A WORKED BY HAND, OR CLASS |-B OR CLASS Il COMPACTED TO 85% STANDARD PROCTOR.
4. INITIAL BACKFILL NOT UNDER PAVED AREAS CAN BE CLASS Il COMPACTED TO 90% STANDARD PROCTOR.
5. FINAL BACKFILL SHALL BE CLASS I, Il, OR Il COMPACTED AS NOTED IN NOTES 3. AND 4.
6. FINAL BACKFILL NOT UNDER PAVED AREAS CAN BE CLASS IV—A COMPACTED TO 95% STANDARD PROCTOR. DETAIL NOTES:
7.  ALL MATERIALS ARE CLASSIFIED IN ACCORDANCE WITH ASTM D 2321-89.
8. ALL MATERIALS SHALL BE INSTALLED IN MAXIMUM 8" LOOSE LIFTS IN ACCORDANGE WITH ASTM D 698. CLASS Il AND IV—A 1. SYMBOL AND BORDER SHALL BE BLACK. DETAIL NOTES:
MATERIALS SHALL BE COMPACTED NEAR OPTIMUM MOISTURE CONTENT. ) 2 BACKROUND SHALL BE WH'TE (RETROREFLECT'VE) I NI,
10 ALL TRENCH EXCAVATIONS SHALL BE SLOPED, SHORED, SHEETED, BRACED. OR OTIERWISE SUPPORTED IN COMPLIANCE WITH 0SHA N TS 1. ALL SIGN LEGENDS AND BACKGROUNDS SHALL BE WHITE (RETROREFLECTIVE).
REGULATIONS AND LOCAL ORDINANCES. (SEE SPECIFICATIONS) T 2. ALL SIGN SYMBOLS SHALL BE RED (RETROREFLECTIVE). C 7
UTILITY TRENCH AND BEDDING ” » 1 z
ONE WAY" SIGN DETAIL DO NOT ENTER™ SIGN DETAIL 8 OF 12
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GENERAL EROSION AND SEDIMENT CONTROL NOTES:

THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF THIS DRAWING ("SITE
MAP™), THE STANDARD DETAILS, SPECIFICATIONS SECTION 02370 ("SWPPP™), PLUS ANY
PERMITS AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM WATER POLLUTION
PREVENTION SHALL OBTAIN A COPY OF THE STORM WATER POLLUTION PREVENTION PLAN
AND BECOME FAMILIAR WITH THEIR CONTENTS.

CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS REQUIRED BY THE
SWPPP. ADDITIONAL BEST MANAGEMENT PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY
CONDITIONS AT NO ADDITIONAL COST OF OWNER THROUGHOUT ALL PHASES OF
CONSTRUCTION.

BEST MANAGEMENT PRACTICES (BMP’S) AND CONTROLS SHALL CONFORM TO FEDERAL,
STATE, OR LOCAL REQUIREMENTS OR MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR
SHALL IMPLEMENT ADDITIONAL CONTROLS AS DIRECTED BY PERMITTING AGENCY OR OWNER.
SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS FOR ANY CONSTRUCTION
ACTMVITY IMPACTING STATE WATERS OR REGULATED WETLANDS MUST BE MAINTAINED ON SITE
AT ALL TIMES.

CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT.

GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY PARKING AND STORAGE
AREA WHICH SHALL ALSO BE USED AS THE EQUIPMENT MAINTENANCE AND CLEANING AREA,
EMPLOYEE PARKING AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE TRAILERS,
AND TOILET FACILITIES. CONTRACTOR SHALL CONSTRUCT TEMPORARY BERM ON DQOWN
STREAM SIDES.

ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT CLEANING, ETC.)
SHALL BE DETAINED AND PROPERLY TREATED OR DISPOSED.

SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION BOOMS SHALL BE
MAINTAINED ON SITE OR READILY AVAILABLE TO CONTAIN AND CLEAN-UP FUEL OR
CHEMICAL SPILLS AND LEAKS.

DUST ON THE SITE SHALL BE CONTROLLED; THE USE OF MOTOR OILS AND OTHER
PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION OPERATIONS IS PROHIBITED.
RUBBISH, TRASH, GARBAGE, LITER, OR OTHER SUCH MATERIALS SHALL BE DEPOSITED INTO
SEALED CONTAINERS. MATERIALS SHALL BE PREVENTED FROM LEAVING THE PREMISES
THROUGH THE ACTION OF WIND OR STORM WATER DISCHARGE INTO DRAINAGE DITCHES OR
WATERS OF THE STATE.

ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED ON THIS SITE MAP, AND
IN THE STORM WATER POLLUTION PREVENTION PLAN, SHALL BE INITIATED AS SOON AS
PRACTICABLE.

ALL DENUDED AREAS THAT WILL BE INACTIVE FOR 14 DAYS OR MORE MUST BE STABILIZED
TEMPORARILY WITH THE USE OF FAST—GERMINATING ANNUAL GRASS/GRAIN VARIETIES,
STRAW /HAY MULCH, WOOD CELLULOSE FIBERS, TACKIFIERS, NETTING OR BLANKETS AS
SHOWN ON SITE MAP.

DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS PERMANENTLY
STOPPED SHALL BE PERMANENTLY STABILIZED AS SHOWN ON THE PLANS. THESE AREAS
SHALL BE SEEDED, SODDED, AND/OR VEGETATED NO LATER THAN 14 DAYS AFTER THE
LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER TO THE GRADING PLAN
AND/OR LANDSCAPE PLAN.

IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL CONSTRUCTION ENTRANCES IS
NOT SUFFICIENT TO REMOVE THE MAJORITY OF DIRT OF MUD, THEN THE TIRES MUST BE
WASHED BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF WASHING IS USED, PROVISIONS
MUST BE MADE TO INTERCEPT THE WASH WATER AND TRAP THE SEDIMENT BEFORE IT IS
CARRIED OFF THE SITE. ONLY USE INGRESS/EGRESS LOCATIONS AS PROVIDED.

ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM VEHICLES ONTO ROADWAYS
OR INTO STORM DRAINS MUST BE REMOVED IMMEDIATELY.

CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR REMOVING SEDIMENT IN
THE DETENTION POND AND ANY SEDIMENT THAT MAY HAVE COLLECTED IN THE STORM
SEWER DRAINAGE SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF THE SITE.
ON—=SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE PROTECTED FROM
EROSION AND SEDIMENTATION THROUGH IMPLEMENTATION OF BEST MANAGEMENT PRACTICES,
STOCKPILE AND BORROW AREA LOCATIONS SHALL BE NOTED ON THE SITE MAP AND
PERMITTED IN ACCORDANCE WITH STATE AND LOCAL PERMIT REQUIREMENTS.

SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE GRADING PHASE TO
REDUCE RUNOFF VELOCITIES AND EROSION.

DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE PROJECT, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING THE EROSION AND SEDIMENT
CONTROL MEASURES (SILT FENCES, ETC.) TO PREVENT EROSIONS AND POLLUTION
DISCHARGE.

SEE SITE PLAN FOR PERMANENT AND TEMPORARY SIGNAGE.

GENERAL CONTRACTOR IS TO DESIGNATE/IDENTIFY AREAS ON THE SITE MAPS, INSIDE OF
THE LIMITS OF DISTURBANCE, FOR WASTE DISPOSAL AND DELIVERY AND MATERIAL STORAGE.
REFER TO STATE REQUIREMENTS FOR REPORTABLE SPILL QUANTITIES OF PETROLEUM
PRODUCTS AND/OR HAZARDOUS WASTES.

CONTRACTOR TO LIMIT DISTURBANCE OF SITE IN STRICT ACCORDANCE WITH EROSION
CONTROL SEQUENCING SHOWN ON THIS PLAN. NO UNNECESSARY OR IMPROPERLY
SEQUENCED CLEARING AND/OR GRADING SHALL BE PERMITTED.

ALL CONSTRUCTION VEHICLES SHALL ENTER AND EXIT THE CONSTRUCTION SITE BY USING
THE DESIGNATED ENTRANCE OVERLAID WITH GRAVEL.

NO CONSTRUCTION MATERIALS OR EQUIPMENT CAN BE STORED ON ADJACENT PROPERTIES.
NO COMBUSTIBLE RUBBISH SHALL ACCUMULATE ON THE CONSTRUCTION SITE. ALL
COMBUSTIBLE RUBBISH MUST BE REMOVED DAILY AND SHALL NOT BE DISPOSED OF BY
BURNING.

ALL DEMOLITION AND CONSTRUCTION ACTIVITIES SHALL BE SCHEDULED IN CONSULTATION
WITH THE CONSTRUCTION MANAGER. MAINTENANCE OF ACCESS AND FIRE PROTECTION SHALL
BE COORDINATED WITH THE APPROPRIATE AGENCIES.

GENERAL EROSION AND SEDIMENT CONTROL NOTES

BMP_ MAINTENANCE NOTES:

ALL MEASURES STATED ON THIS SITE MAP, AND IN THE STORM WATER POLLUTION PREVENTION
PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL CONDITION UNTIL NO LONGER REQUIRED FOR
A COMPLETED PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL EROSION AND
SEDIMENTATION CONTROL MEASURES SHALL BE CHECKED BY A QUALIFIED PERSON IN
ACCORDANCE WITH CONTRACT DOCUMENTS OR THE APPLICABLE PERMIT, WHICHEVER IS MORE
STRINGENT, AND REPAIRED IN ACCORDANCE WITH THE FOLLOWING:

1.

2.

INLET PROTECTION DEVICES AND BARRIERS SHALL BE REPAIRED OR REPLACE IF THEY SHOW
SIGNS OF UNDERMINING OR DETERIORATION.

ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS
MAINTAINED.  AREAS SHOULD BE FERTILIZED, WATERED, AND RESEEDED AS NEEDED.

SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL CONDITIONS IF DAMAGED. SEDIMENT
SHALL BE REMOVED FROM THE SILT FENCES WHEN IT REACHES ONE—HALF THE HEIGHT OF
THE SILT FENCE.

THE CONSTRUCTION EXITS SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR FLOW OF MUD ONTO PUBLIC RIGHTS—OF—=WAY. THIS MAY REQUIRE PERIODIC
TOP DRESSING OF THE CONSTRUCTION EXITS AS CONDITIONS DEMAND.

THE TEMPORARY PARKING AND STORAGE AREA SHALL BE KEPT IN GOOD CONDITION
(SUITABLE FOR PARKING AND STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF
THE TEMPORARY PARKING AREA AS CONDITIONS DEMAND.

OUTLET STRUCTURES IN THE SEDIMENTATION BASINS SHALL BE MAINTAINED IN OPERATIONAL
CONDITIONS AT ALL TIMES. SEDIMENT SHALL BE REMOVED FROM SEDIMENT BASINS OR
TRAPS WHEN THE DESIGN CAPACITY AS BEEN REDUCED BY 507%.

PRIOR TO LEAVING THE SITE, ALL VEHICLES SHALL BE CLEANED OF DEBRIS. ANY DEBRIS
AND/OR SEDIMENT REACHING THE PUBLIC STREET SHALL BE CLEANED IMMEDIATELY BY A
METHOD OTHER THAN FLUSHING.

BMP MAINTENANCE NOTES
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SOIL EROSION/SEDIMENTATION CONTROL OPERATION TIME SCHEDULE

NOTE: GENERAL CONTRACTOR TO COMPLETE TABLE WITH THEIR SPECIFIC PROJECT SCHEDULE

CONSTRUCTION SEQUENCE

JAN

FEB

MARJAPR

MAY

JUN

JUL

AUG|SEP

OCTNOV

DEC

JAN|FEB [MAR

APR

MAY[|JUN

JUL

AUG

SEP

OCT

NOV

DEC

TEMPORARY CONSTRUCTION EXITS

TEMPORARY CONTROL MEASURES

SEDIMENT CONTROL BASINS

STRIP_& STOCKPILE TOPSOIL

ROUGH GRADE

STORM FACILITIES

SITE CONSTRUCTION

PERMANENT CONTROL STRUCTURES

FOUNDATION BUILDING CONSTRUCTION

FINISH GRADING

LANDSCAPING /SEED /FINAL STABILIZATION

1) CONTRACTOR SHALL UPDATE THE TABLE BY DATING THE APPLICABLE ACTIVITIES AS PROJECT PROGRESSES.
2) TIME SCHEDULE MUST COINCIDE WITH SEQUENCE OF CONSTRUCTION.

POST
1.90 IN OD, 2.70 LB/FT
GALVANIZED STEEL PIPE (TYP)

TOP RAIL
1.66 IN OD, 2.27 LB/FT
GALVANIZED STEEL PIPE (TYP)

NO.9 GAGE, 0.148" + 0.00"
FINISHED SIZE GALVANIZED STEEL
WIRES, 2”7 MESH, TOP AND
BOTTOM SELVAGES TWISTED
AND BARBED CONFORMING TO
ASTM A392, A491, F668,

OR F573.

FENCE POST BASES, WITH OR
WITHOUT SAND BAG STABILIZATION
ARE NOT AN ACCEPTABLE
PRACTICE WITHOUT PRIOR
AUTHORIZATION FROM THE
OWNER'S. POST MUST BE
EMBEDDED A MINIMUM OF 2’
INTO PAVING.

FILL VOIDED AREA AROUND
POSTS WITH SAND

ENDURO SHADE CLOTH BT HENDEE

ENTERPRISES, INC. (OR EQUAL)
TEL:1-800-231-7275
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DETAIL NOTES:

ASPHALT

| PAVING

1. CONTRACTOR SHALL VERIFY EXACT LOCATION OF FENCE
WITH THE OWNER’S CONSTRUCTION MANAGER PRIOR TO
THE START OF CONSTRUCTION.

2. CONTRACTOR SHALL REMOVE FENCING AT COMPLETION
OF PROJECT AND PATCH PAVING AS REQUIRED AT
FENCE POST HOLES.

TEMPORARY CONSTRUCTION FENCE DETAIL
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Documents prepared by CoreStates,
Inc., including this document, are to
be used only for the specific project
and specific use for which they were
other projects, by owner or by any
other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own

intended. Any extension of use to any
risk. If used in a way other than that

specifically intended, user will hold

CoreStates, Inc. harmless from all

claims and losses.
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LANDSCAPE NOTES

1. EXISTING LANDSCAPING SHOWN IS BASED ON AVAILABLE INFORMATION.
CONTRACTOR TO VERIFY EXISTING LANDSCAPING.

2. IF EXISTING LANDSCAPING SHOWN TO BE RELOCATED CANNOT BE
PRESERVED, CONTRACTOR SHALL PROVIDE NEW MATERIALS IN
LOCATIONS SHOWN.

KEYED NOTES ¢ )

1. EXISTING TREE / SHRUBS TO BE REMOVED.

2. EXISTING SHRUB(S) TO REMAIN.

5. EXISTING TREE TO REMAIN.

4. NEW WEED FABRIC IN NEW LANDSCAPE AREAS.

5. NEW MULCH IN LANDSCAPE AREA(S). MATCH EXISTING ONSITE MULCH
TYPE/COLOR.

6. NEW SODDED AREA.

7. NEW FLOWER BED TO CONSIST OF LOCAL PERENNIALS.

IRRIGATION NOTES

A.  PRIOR TO THE START OF CONSTRUCTION, CONTRACTOR IS TO VERIFY
THE PRESENCE AND LOCATION OF ANY EXISTING IRRIGATION SYSTEM,
VALVE BOXES, CONTROL BOXES, BACKFLOW PREVENTION DEVICES
AND OTHER ITEMS WHICH ARE A PART OF THE SYSTEM.

B. IF NO CURRENT IRRIGATION SYSTEM EXISTS, OR IF EXISTING
IRRIGATION SYSTEM IS NOT FUNCTIONING PROPERLY, CONTRACTOR
SHALL CONTACT OWNER TO DISCUSS NEEDED REPAIRS OR DESIRE TO
INSTALL NEW AUTOMATIC IRRIGATION SYSTEM FOR 100% COVERAGE.
CONTRACTOR SHALL COORDINATE CONTROLLER LOCATION WITH OWNER
AND LANDSCAPE CONTRACTOR PRIOR TO COMMENCEMENT OF
CONSTRUCTION.

C. IF IRRIGATION SYSTEM EXISTS AND IS IN GOOD OPERATING
CONDITION, CONTRACTOR IS TO ADJUST/EXPAND THE EXISTING
SYSTEM AS NECESSARY TO MAINTAIN COVERAGE AND PROVIDE 100%
COVERAGE TO ANY NEW LANDSCAPE AREAS PER THE OWNER’S
DIRECTION. IF ANY EXISTING COMPONENTS ARE DAMAGED DURING
CONSTRUCTION, THEY MUST BE FIXED AT THE CONTRACTORS
EXPENSE.

Plot Date/Time: 2013—02—22 — 16:23:57, User: MBURNETT, Drawing: ARC—14654 (Panera #1718 — Acton, MA) (Rotated).dwg

THIN BRANCHES AND FOLIAGE BY 1/3
RETAINING NATURAL SHAPE. NEVER CUT
CENTRAL LEADER.

AROUND TREE AT 2/3 HEIGHT OF TR
FROM GRADE

(ITEM 11) FOR TREES 5' IN HEIGHT OR
GREATER (3) #12 GA. GALV. TWISTED
WIRES AT 120° SPACING WITH 6 1/2" GAL.
TURNBUCKLE WIRE IN RUBBER HOSE
AROUND TREE ATTACH TO TREE AT 1/2 TO
2/3 HEIGHT OF TREE ABOVE GRADE
ANCHOR WITH 2"x2x2" SPRUCE STAKE X =
BURIED BELOW GRADE CLEAR OF ROOTBALLy A / N\
» A

(ITEM 1) FOR TREES LESS THAN 5' IN
HEIGHT (3) 2"x3"x8’ SPRUCE STAKES AT
120" SPACING, A MINIMUM OF 36" IN
GROUND. STAKES TO BE CLEAR OF
ROOTBALL. CUT OFF EXCESS SO STAKES
ARE ALL THE SAME HEIGHT.

SURVEY FLAGGING GROUND LINE TO BE SAME AS AT NURSERY

4” SHREDDED HARDWOOD BARK MULCH
= ( FORM SAUCER FOR WATER RETENTION )

2= LT
u@ i

CUT & REMOVE BURLAP
FROM TOP HALF OF ROOT
BALL & GENTLY COMB
OUT ROOTS

R FILTER FABRIC FOR WEED CONTROL (NOT
BACKFILL WITH PLANTING MIX PLACED IN SAUCER )
DX, »
R R 6” MIN. PLANTING SOIL MIX UNDER ROOTBALL
SRR [ R
SCARIFY SUB SOIL WITH PICK. SHEEES xxé\\
TREE_PIT_WIDTH |
TWICE THE DIAMETER
OF ROOT BALL
_SECTION/ELEVATION
N.T.S.

#12 GA. GALV. TWISTED WIRE_IN RUBEEE'\’ HOSE

SELECTIVELY PRUNE
SHRUBS OF DEAD
AND DYING BRANCHES

PLANTING
BED EDGE

FINISHED
GRADE LINE

COMPACTED
SUBGRADE

PLANTING NOTE:

REMOVE BURLAP FROM
TOP 1/3 OF BALL.

2—3" BARK MULCH AS
REQUIRED ON  PLAN.

MWUADAA AN

AND PEAT MOSS

WORK TOPSOIL CAREFULLY AROUND BALL.
SOAK THE TOPSOIL MIXTURE BELOW AND
AROUND BOTTOM OF BALL WITH WATER. FILL
HOLE UP HALFWAY WITH TOPSOIL MIX AND
SOAK COMPLETELY WITH WATER ONCE AGAIN.
FINALLY, FILL HOLE TO TOP WITH TOPSOIL
MIXTURE AND REPEAT SOAKING PROCEDURE.

SHRUB PLANTING DETAIL

COMMERCIAL NEW OR RELOCATED TREE
WRAPPING MATERIAL
TO HEIGHT ABOVE _ _— FABRIC TIE MATERIAL

LOWEST BRANCHES
SECURE WITH TWINE

- 2 HARDWOOD STAKES

3" SAUCER

3" MULCH—\
TOP HALF OF g FOR WATERING

NATURAL BURLAP N
TURNED BACK, ]

FINISHED
GRADE

il v
CUT & REMOVED. —8 G Y- AN
PLANTING SOIL % )}»‘:zgggggg NN
MIXTURE — K o550 KK
N2 N
A R

SUBSOIL BROKEN ALL SYNTHETIC WRAPPING

WITH PICK, MATERIALS REMOVED
DRAINAGE STONE COMPLETELY.
ADDED AS DIRECTED.

TREE PLANTING DETAIL

N.T.S.

NEW PLANTINGS LEGEND
PLANTINGS
KEY  QUANTITY COMMON NAME ROOT SIZE REMARKS
BH 8 BLACK HUCKLEBERRY CONT. 3 10 4
UA 13 UPRIGHT ARBORVITAE CONT. 5 TO €
VT 21 CHICAGO LUSTRE VIBURNUM CONT. 1 GAL.
JB 21 BAR HARBOR SPREADING JUNIPER CONT. 1 GAL.
LBB 6 LOWBUSH BLUEBERRY CONT. 1 GAL.
QR 6 RED OAK CONT. 3" CAL
GROUNDCOVER
SYMBOL DESCRIPTION

SODDED GREEN AREA

MULCHED AREA

LOCAL PERENNIALS

EXISTING LEGEND

EXISTING SHRUB

@’
>

W
i

P

©

EXISTING TREE

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT
THE LOCATION AND/OR ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS
TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT
GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE
CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
UTILITIES.

NOTE:

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
VICINITY OF THE PROPOSED DRIVE THRU PRIOR TO THE
START OF CONSTRUCTION TO ASCERTAIN EXACT

MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR
POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH
WORK.
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50 Crestwood Executive Center, Suite 500

St. Louis, MO 63126

CORE STATES
— R

Phone (314) 843-4320
Fax (314) 843-4323
pbennett@core-eng.com
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Documents prepared by CoreStates,
Inc., including this document, are to
be used only for the specific project
and specific use for which they were
intended. Any extension of use to any
other projects, by owner or by any
other party, without the expressed
written consent of CoreStates, Inc. is
done unlawfully and at the users own
risk. If used in a way other than that
specifically intended, user will hold
CoreStates, Inc. harmless from all
claims and losses.
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THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT g%%%g?z_gz @ i% G ®
THE LOCATION AND/OR ELEVATION OF EXISTING ggﬁg oL SE2ckE E._E
UTILITIES AS SHOWN ON THESE PLANS IS BASED ON 9&3%%2%?2%8%@%
DESIGN DRAWINGS, RECORDS OF THE VARIOUS UTILITY 868 $5a88E %ég
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS %Eg %%EE 5 3"—__'8 o
TAKEN IN THE FIELD. CORE STATES, INC. DOES NOT 888€§555 S3% 20
GUARANTEE THAT LOCATIONS SHOWN ARE EXACT. THE b—mcE =5+
CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY
COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF
UTILITIES.
NOTE:
GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATING AND UNCOVERING EXISTING UTILITIES IN THE
VICINITY OF THE PROPOSED DRIVE THRU PRIOR TO THE
START OF CONSTRUCTION TO ASCERTAIN EXACT
MATERIALS, LOCATIONS, ELEVATIONS, ETC. AND THEIR
POTENTIAL CONFLICT WITH PROPOSED IMPROVEMENTS.
GC SHALL CONSULT WITH CONSTRUCTION MANAGER AND PH_l
ENGINEER AS APPROPRIATE BEFORE PROCEEDING WITH
WORK. 110F 12
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ZONING INFORMATION

ZONING CLASSIFICATION: KELLEY'S CORNER BUSINESS DISTRICT (KC)
PROVIDED FROM THE TOWN OF ACTON ZONING BY-LAWS

MINIMUM LOT AREA 10,000 SQUARE FEET

MINIMUM LOT FRONTAGE 100 FEET
MINIMUM LOT WIDTH 50 FEET
MINIMUM SETBACKS: FRONT 30 FT.
SIDE NONE
REAR NONE
MAXIMUM FLOOR AREA 0.40
MAXIMUM BUILDING HEIGHT 36 FEET

PARKING REQUIREMENT: RESTAURANTS
1 SPACE FOR EACH 3 SEATS
1 SPACE PER 100 SQ. FT. OF NET FLOOR AREA (WITHOUT TABLE SERVICE)

EXISTING LEGEND

BK. PG. DEED BOOK/PAGE
BIT. CONC. BITUMINOUS CONCRETE
ce CONCRETE CURB
CONC. CONCRETE SURFACE o
EOP EDGE OF PAVEMENT ©--———0-—-
(F) FOUND e AN
6e GRANITE CURB e
oM GAS METER &
N/F NOW OR FORMERLY
OHW OVERHEAD WIRES
M.) MEASURED B
RCP REINFORCED CONCRETE PIPE ®
(s) SET o
&
@ NUMBER OF PARKING SPACES "
m SB/DH STONE BOUND/ DRILLHOLE oy
@!P. IRON PIN/IRON PIPE -0 GW
S 2

BUILDING

EASEMENT LINE

LOCUS BOUNDARY LINE
DRAIN LINE/DRAIN MANHOLE

GAS LINE/GAS VALVE

WATER LINE/WATER GATE

SEWER LINE/SEWER MANHOLE
TELEPHONE LINE/TELEPHONE MANHOLE

BOLLARD
CATCH BASIN

HANDICAP PARKING
LIGHT POLE

FIRE HYDRANT

GUY WIRE
UTILITY POLE
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THE STOP & SHOP
SUPERMARKET CO.
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GENERAL NOTES

CURRENT OWNER OF RECORD:

STOP & SHOP SUPERMARKET CO.

SITE ADDRESS: 252-256 MAIN STREET, ACTON, MA,
MIDDLESEX COUNTY

DEED REFERENCE: BOOK 26935 PAGE 05

THIS PLAN IS THE RESULT OF AN ON—THE—-GROUND SURVEY
PERFORMED BY ODONE SURVEY & MAPPING ON OCTOBER 19

& 22, 2012)

ELEVATIONS SHOWN ON THIS PLAN ARE BASED ON NGVD 1929
(MASS HIGHWAY DISK STAMPED "AA28—248.046")

UTILITY NOTE: UNDERGROUND FACILITIES, STRUCTURES AND
UTILITIES SHOWN ARE BASED ON OBSERVATIONS OF SURFACE
FEATURES TOGETHER WITH FIELD MARKINGS AND RECORD
PLANS. THE SURVEYOR MAKES NO GUARANTEES THAT THE
UNDERGROUND UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES
IN THE AREA, EITHER IN SERVICE OR ABANDONED. THE
SURVEYOR HAS NOT PHYSICALLY LOCATED THE UNDERGROUND
UTILITIES AND FURTHER DOES NOT WARRANT THAT THE
UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT LOCATION
AS INDICATED ON THIS PLAN AND THEREFORE SHOULD BE
CONSIDERED APPROXIMATE. BEFORE CONSTRUCTION CALL "DIG

SAFE" 1-888-344-7233

FLOOD NOTE: BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS
IN ZONE X OF THE FLOOD INSURANCE RATE MAP, COMMUNITY
PANEL NO. 25017C0352E, WHICH BEARS AN EFFECTIVE DATE
OF JUNE 4, 2010 AND IS NOT IN A SPECIAL FLOOD HAZARD
AREA.

REVISIONS
4
3
2
1
DATE DESCRIPTION
GO/CATSE GDO GDO GDO
FIELD CALC DRAWN CHECK
SURVEY PREPARED BY:
ODONE
SURVEY &
. MAPPING
SURVEYING ° MAPPING o PLANNING

Tel.: 508-351-6022
Fax: 508-351-6633

291 Main Street, Suite 5
Northborough, MA 01532

CONTACT: Glenn D. Odone, P.L.S.
email: glenn.odone@osm-pc.com
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