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BASEMENT
001

GENERAL NOTES
1. DIMENSIONS TO FACE OF FINISH, TYP

2. FURNITURE AND WINDOW TREATMENTS PURCHASED, PROCURED, AND
INSTALLED BY OWNER.

3. ALL INTERIOR PARTITIONS: 2X4 @ 16"OC WOOD CONSTRUCTION. PROVIDE
A SINGLE LAYER OF 5/8" TYPE "X" GWB ON EACH FINISH SIDE. RE-INSTALL
SALVAGED WOOD TRIMS AND BASES. PRIME/PAINT WITH BENJAMIN MOORE
"NATURA" NO VOC PAINT

4. ALL EXISTING SURFACES: REMOVE LOOSE PAINT, PRIME/PAINT WITH
BENJAMIN MOORE "NATURA" NO VOC PAINT

5. ALL EXISTING FLOORS: SAND W/ 800 GRIT SHEET AND RE-SAND W/ 1500
GRIT SHEET, APPLY (2) COATS CLEAR SATIN POLYURETHANE

6. ELECTRICAL
A. PROVIDE (22) DUPLEX WALL RECEPTACLES
B. PROVIDE (2) GFCI OUTLETS ON DEDICATED CIRCUITS IN 

EACH RESTROOM
C. PROVIDE (2) LIGHTING ZONES PER FLOOR AND (2) LIGHTING 

CIRCUITS PER FLOOR.
D. NO PRESUMED PANEL UPGRADES
E. ALL CIRCUITING TO BE NEW WIRE, CONCEALED
F. ALL LIGHT SWITCHING TO BE (3) WAY, CONTROLLED AT ENTRY 

POINTS
G. PROVIDE FIRE ALARM SYSTEM (PULLS, STROBES, DETECTORS, 

ALARMS)
E. PROVIDE (12) TELE-DATA OUTLETS
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 1/4" = 1'-0"2 First Floor
 1/4" = 1'-0"3 Second Floor

 1/4" = 1'-0"1 Basement

14 SAVARIA V1504 WHEELCHAIR LIFT, STANDARD FINISH(ES),
DOOR INCLUDED

15.3 AMERICAN STANDARD CLEAN HE FLOOR-MOUNTED TANK
WATERCLOSET (#2514.101, OR EQ)

15.4 AMERICAN STANDARD WALL-MOUNT SINK (#9141.011, OR EQ)
AND AMERICAN STANDARD .5GPM SELECTRONIC FAUCET
(#7055.205, OR EQ)

15.5 FROST PRODUCTS 18"X24" MIRROR (#941, OR EQ)

15.6 FROST PRODUCTS MULTI-ROLL TOILET TISSUE DISPENSER
(#165, OR EQ)

15.7 FROST PRODUCTS STAINLESS STEEL GRAB BAR (OR EQ)

15.8 FROST PRODUCTS STAINLESS STEEL PAPER TOWEL
DISPENSER (OR EQ)

15.9 ELKAY WALL MOUNT ADA COMBO DRINKING FOUNTAIN
(#EZH2O-VRCGRN8, OR EQ))

16.4 FIRE ALARM PULL STATION

16.10 DUPLEX FLOOR BOX

16.12 KOHLER 12RES NATURAL GAS GENERATOR (10.4kW) ON
CONCRETE PAD

5.2 JULIUS BLUM "CONNECTORAIL" ALUMINUM HANDRAIL AND
GUARDRAIL COMPONENTS (OR EQ)

5.3 HDI "FERRIC" (OR EQ) SIDE-MOUNT POST @ 4'-0" OC MIN,
STAINED PINE GUARDRAIL PANEL, STAINED PINE HANDRAIL,
STAINED PINE GUARDRAIL

6.1 McNICHOLS "SAFPLANK" FIBERGLASS PLANK (OR EQ)

6.2 PRE-FABRICATED STAINED PINE INTERIOR STAIR, CONCEALED
STRUCTURAL STRINGERS

6.3 STAINED PINE HANDRAIL, WALL-MOUNTED, JULIUS BLUM
"CARLSTADT" STAINLESS STEEL BRACKET @ 4'-0" OC MIN

8.1 3-0X6-8 MOHAWK COMMERCIAL FLUSH DOOR W/ STAINED
FINISH, HOLLOW METAL FRAME, CLOSER, SCHLAGE
HARDWARE

8.2 2-0X6-8 TEMPERED GLASS SIDELIGHT, HOLLOW METAL FRAME

10.1 CHALKBOARD PAINT

10.2 PLASTIC LAMINATE COUNTERTOP, STAINLESS STEEL BAR
SINK, UNDERCABINET REFRIGERATOR, (1) 24" MELAMINE SINK
BASE, (1) 24" MELAMINE BASE CABINET

10.3 FIRE EXTINGUISHER - WALL MOUNTED

ROOM FINISH SCHEDULE
Name Number Occupancy Area Floor Finish Base Finish Wall Finish Ceiling Finish Comments

BASEMENT 001 S-2 680 SF NONE NONE NONE NONE REMOVE ABANDONED PIPES AND
WIRING

STAIR 100SO NA 79 SF NONE SEE GEN NOTES SEE GEN NOTES NONE
MULTI PURPOSE
ROOM

101 B 616 SF SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES

STORAGE 102 S-2 42 SF SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES PNT'D GWB PROVIDE (30) WALL-MOUNTED COAT
HOOKS

RESTROOM #1 103 NA 62 SF VCT VINYL COVE
BASE

SEE GEN NOTES PNT'D GWB

LIFT 104 NA 19 SF NONE NONE UNFINISHED
GWB

NONE

STAIR 200SO NA 123 SF RE-INSTALL
SALVAGED T&G
SUBFLOOR

NONE SEE GEN NOTES PNT'D GWB HATCHED AREA DENOTES FLOOR
TO BE REFRAMED W/ 2X10@16" OC,
RE-INSTALL SALVAGED T&G
SUBFLOOR

MEETING #1 201 B 203 SF SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES
MEETING#2 202 B 203 SF SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES
COMMONS 203 B 253 SF SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES SEE GEN NOTES
RESTROOM #2 204 NA 61 SF VCT VINYL COVE

BASE
SEE GEN NOTES PNT'D GWB HATCHED AREA DENOTES FLOOR

TO BE REFRAMED W/ 2X10@16" OC,
3/4" PLYWOOD SUBFLOOR

LIFT 205 NA 19 SF NONE NONE NONE UNFINISHED
GWB

ATTIC 301 S-2 755 SF NONE NONE NONE NONE NOT SHOWN, UNOCCUPIED

No. Description Date
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GENERAL NOTES
1. DIMENSIONS TO FACE OF FINISH, TYP

2. FURNITURE AND WINDOW TREATMENTS PURCHASED, PROCURED, AND
INSTALLED BY OWNER.

3. ALL INTERIOR PARTITIONS: 2X4 @ 16"OC WOOD CONSTRUCTION. PROVIDE
A SINGLE LAYER OF 5/8" TYPE "X" GWB ON EACH FINISH SIDE. RE-INSTALL
SALVAGED WOOD TRIMS AND BASES. PRIME/PAINT WITH BENJAMIN MOORE
"NATURA" NO VOC PAINT

4. ALL EXISTING SURFACES: REMOVE LOOSE PAINT, PRIME/PAINT WITH
BENJAMIN MOORE "NATURA" NO VOC PAINT

5. ALL EXISTING FLOORS: SAND W/ 800 GRIT SHEET AND RE-SAND W/ 1500
GRIT SHEET, APPLY (2) COATS CLEAR SATIN POLYURETHANE

6. ELECTRICAL
A. PROVIDE (22) DUPLEX WALL RECEPTACLES
B. PROVIDE (2) GFCI OUTLETS ON DEDICATED CIRCUITS IN 

EACH RESTROOM
C. PROVIDE (2) LIGHTING ZONES PER FLOOR AND (2) LIGHTING 

CIRCUITS PER FLOOR.
D. NO PRESUMED PANEL UPGRADES
E. ALL CIRCUITING TO BE NEW WIRE, CONCEALED
F. ALL LIGHT SWITCHING TO BE (3) WAY, CONTROLLED AT ENTRY 

POINTS
G. PROVIDE FIRE ALARM SYSTEM (PULLS, STROBES, DETECTORS, 

ALARMS)
E. PROVIDE (12) TELE-DATA OUTLETS
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 1/4" = 1'-0"1 First Floor
 1/4" = 1'-0"2 Second Floor

6.5 PRE-FABRICATED DROP-DOWN ATTIC
ACCESS STAIR

16.2 ILLUMINATED EXIT SIGN

16.5 FIRE STROBE

16.6 LITHONIA VAPOR TIGHT LED CEILING
LIGHT (OLVTCM, OR EQ)

16.7 LITHONIA VAPOR TIGHT LED WALL LIGHT
(OLVTWM, OR EQ)

16.8 LITHONIA "SURFACE COMMERCIALS"
"LB" 1X4, TWO LAMP, SURFACE
MOUNTED, FLUORESCENT LIGHT (OR
EQ)

16.9 LITHONIA NON-IC 6" RECESSED
DOWNLIGHT, SINGLE CFL LAMP (#LF6N)
W/ WHITE TRIM (OR EQ)

No. Description Date
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GENERAL NOTES
1. DIMENSIONS TO FACE OF FINISH, TYP

2. FURNITURE AND WINDOW TREATMENTS PURCHASED, PROCURED, AND
INSTALLED BY OWNER.

3. ALL INTERIOR PARTITIONS: 2X4 @ 16"OC WOOD CONSTRUCTION. PROVIDE
A SINGLE LAYER OF 5/8" TYPE "X" GWB ON EACH FINISH SIDE. RE-INSTALL
SALVAGED WOOD TRIMS AND BASES. PRIME/PAINT WITH BENJAMIN MOORE
"NATURA" NO VOC PAINT

4. ALL EXISTING SURFACES: REMOVE LOOSE PAINT, PRIME/PAINT WITH
BENJAMIN MOORE "NATURA" NO VOC PAINT

5. ALL EXISTING FLOORS: SAND W/ 800 GRIT SHEET AND RE-SAND W/ 1500
GRIT SHEET, APPLY (2) COATS CLEAR SATIN POLYURETHANE

6. ELECTRICAL
A. PROVIDE (22) DUPLEX WALL RECEPTACLES
B. PROVIDE (2) GFCI OUTLETS ON DEDICATED CIRCUITS IN 

EACH RESTROOM
C. PROVIDE (2) LIGHTING ZONES PER FLOOR AND (2) LIGHTING 

CIRCUITS PER FLOOR.
D. NO PRESUMED PANEL UPGRADES
E. ALL CIRCUITING TO BE NEW WIRE, CONCEALED
F. ALL LIGHT SWITCHING TO BE (3) WAY, CONTROLLED AT ENTRY 

POINTS
G. PROVIDE FIRE ALARM SYSTEM (PULLS, STROBES, DETECTORS, 

ALARMS)
E. PROVIDE (12) TELE-DATA OUTLETS
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 1/4" = 1'-0"1 First Floor- Furniture
 1/4" = 1'-0"2
Second Floor - Future Meeting Room
Configuration
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 1/4" = 1'-0"1 West Elevation - Proposed
 1/4" = 1'-0"2 North Elevation - Proposed

5.1A ALUMINUM 2X10X.25" STRINGER - END BEAR ON EXISTING
CONC STAIR, NEW SONATUBE FOOTING

5.1B ALUMINUM 3X3X.25" (TYP JOIST @ 2'-0" OC)

5.2 JULIUS BLUM "CONNECTORAIL" ALUMINUM HANDRAIL AND
GUARDRAIL COMPONENTS (OR EQ)

6.1 McNICHOLS "SAFPLANK" FIBERGLASS PLANK (OR EQ)

16.12 KOHLER 12RES NATURAL GAS GENERATOR (10.4kW) ON
CONCRETE PAD

No. Description Date

3 RAMP ISOMETRIC

 3/4" = 1'-0"4 RAMP SECTION
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A04

GENERAL DEMOLITION NOTES
1. PRESENCE OF HAZARDOUS MATERIAL IS UNKNOWN. GENERAL CONTRACTOR TO
PROCURE ENVIRONMENTAL STUDY PRIOR TO COMMENCING WORK.

2. PROTECT ALL EXISTING WALLS, CEILINGS, FLOORS, DOORS, WINDOWS, LIGHTS,
COLUMNS, PLUMBING, HVAC, ETC. TO REMAIN

3. AFTER REMOVAL/DEMOLITION, LEAVE ADJACENT AND REMAINING SURFACES
READY FOR NEW WORK.

4. ALL DEMOLITION DEBRIS TO BE SORTED, SEPARATING SALVAGE, RECYCLCABLE,
AND TRUE WASTE PRODUCT.

5. IDENTIFY, PROTECT AND AVOID DISRUPTING ALL WIRING AND EQUIPMENT TO
REMAIN, WHETHER BELONGING TO THE BUILDING OR AN ADJACENT TENANT.  COORDINATE
A TEMPORARY CONNECTION IF NECESSARY.

6. REMOVE ALL INTERIOR RECEPTACLES, LIGHTS, AND ASSOCIATED WIRING
(INCLUDING COMMUNICATIONS CABLING) BACK TO BUILDING PANELS EXCEPT FOR THOSE
DIRECTLY RELATED TO RECENTLY INSTALLED INFORMATION TECHNOLOGY SYSTEMS,
EXTERIOR LIGHTING/POWER, AND RECENTLY INSTALLED HVAC SYSTEM.

7. ALL MOLDINGS GENERATED FROM DEMOLISHED PARTITIONS AND DOORS TO BE
SALVAGED AND REHABILITATED FOR REINSTALLATION. ALL T&G SUBFLOOR GENERATED
FROM DEMOLISHED FLOOR AREAS TO BE SALVAGED AND REHABILITATED FOR
REINSTALLATION.

8. ALL SUSPENDED OR APPLIED CEILINGS TO BE DEMOLISHED. ORIGINAL BEAD
BOARD TO BE EXPOSED.

9. REMOVE ANY APPLIED FLOORING (EX: SHEETGOOD, TILE, CARPET). ORIGINAL
SUBFLOOR TO BE EXPOSED.

10. REMOVE ALL WINDOW TREATMENTS

11. REMOVE ALL ABANDONED HEATING EQUIPMENT (BOILER, RADIATORS, ETC.) AND
SALVAGE/RECYCLE

DEMOLISHED

DEMOLISHED WALL

DEMOLISHED DOOR

DEMOLITION SYMBOLS
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 1/4" = 1'-0"1 First Floor - Demolition
 1/4" = 1'-0"2 Second Floor - Demolition

D1 REMOVE PARTITION

D2 REMOVE AND SALVAGE DOOR SLAB, FRAME,
AND TRIM

D3 REMOVE APPLIANCE, TRANSPORT AND
DONATE TO CORNERSTONE THRIFT SHOP
(OR SIMILAR)

D4 REMOVE FIXTURE, DISCARD

D5 DEMOLISH STAIRWAY, PRESERVE PLASTER
FINISH

D6 DEMOLISH RAISED SLAB

D8 CREATE FLOOR OPENING (HATCHED AREA
DENOTES EXTENT)

D9 DEMOLISH EXISTING GUARDRAIL AND
HANDRAIL

No. Description Date
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13.1510.00Windsor Building

18 Windsor Ave.

1

1

234

5

6

7

1. Front elevation, known hereforward as the "West Elevation". Image shows the recently
restored exterior of the building. No exterior work is proposed EXCEPT along north wall of
building where an accessible route (ramp) will be built.

2. Restored fire house exterior doors.
3. Kitchen to be demolished.
4. Twisting beam in basement along masonry wall (note out-of-plumb lolly column).
5. First floor, multipurpose room currently utilized for storage. Note exposed beadboard

ceiling to be restored.
6. Winder stair to be demolished.
7. Second floor, currently utlized for storage. ACT ceiling to be demolished, floor restored.

No. Description Date
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 1/4" = 1'-0"1 Basement - Existing Conditions
 1/4" = 1'-0"2 First Floor - Existing Conditions

 1/4" = 1'-0"3 Second Floor - Existing Conditions

Existing Room Schedule
Number Name Area

001 BASEMENT 680 SF
002 MECHANICAL 115 SF
003 STORAGE 104 SF
100S0 STAIRS 71 SF
101 MULTIPURPOSE ROOM 703 SF
102 RESTROOM 114 SF
102A CLOSET 4 SF
100H0 PORCH 62 SF
103 STORAGE 36 SF
201 MULTIPURPOSE ROOM 745 SF
202 KITCHEN 107 SF
200S0 STAIRS 43 SF

0' 2' 4' 8' 16'

No. Description Date
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 1/4" = 1'-0"W West

 1/4" = 1'-0"S South
 1/4" = 1'-0"E East

 1/4" = 1'-0"N North
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