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DASHED LINE DENOTES
AREA OF DEMOLISHED
SLAB & EXCAVATED SOIL
(AS REQUIRED) FOR
PLACEMENT OF NEW
CONCRETE

NOTE: PRIOR TO SLAB
DEMOLITION, MARK
EXISTING FINISH
ELEVATIONS. ALL NEW
WORK TO MATCH

SAW-CUT
SLAB IN LINE
WITH  END OF
BRICK WALL

REMOVE
CARPET
ADJACENT TO
ZONE OF
DEMOLITION,
RETAIN AND
PREPARE FOR
REINSTALLATION
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REMOVE EXISITNG
TELEPHONE, AND
DISPOSE OR
RECYCLE

REMOVE EXISITING
WALK OFF MAT, CONC.
SLAB, INSULATION &
GRAVEL. KEEP GRAVEL
FOR REUSE

EXISTING
FIRE
CONTROL
BOX, TO
REMAIN

REMOVE TOP PORTION
ONLY OF EXIST.
FOUNDATION WALL

EXISTING CARPET
& SLAB TO REMAIN

EXISTING PLAQUE TO
BE REMOVED AND
RELOCATED SAME
WALL EXTERIOR SIDE

8' - 9" AFF

8' - 6" SOFFIT

EXISTING
PLAQUE

LOCATION
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CUT EXIST. CONC. SOG
TO ALIGN WITH END OF
BRICK SIDE WALLS

EXIST. BRICK
WALL BEHIND
STOREFRONT

DO NOT REMOVE
EXIST. STUDS & GWB
WALL ABOVE CEILING
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REMOVE
EXISITNG CEILING

SAVE ELEC.
FIXTURES & FP

FOR
RELOCATION
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DEMOLITION NOTES

1. THE GENERAL CONTRACTOR (GC) IS RESPONSIBLE FOR MANAGING THE DEMOLITION WORK TO
ENSURE THE SAFETY AND WELL BEING OF WORKERS, OCCUPANTS, VISITORS, BUILDING STAFF AND OTHERS
IN AND ADJACENT TO THE BUILDING.

2. THIS DEMOLITION DRAWING ENCOMPASSES ARCHITECTURAL DEMOLITION ONLY. REMOVAL OF
MECHANICAL, ELECTRICAL, FIRE PROTECTION, PLUMBING AND HAZARDOUS MATERIALS SHALL BE
DOCUMENTED BY OTHERS CONSISTENT WITH THE SCOPE OF WORK HEREIN. REFERENCE HAZARDOUS
MATERIALS REPORTS BEFORE REMOVING OR ALTERING ANY EXISTING SURFACES. VERIFY ABATEMENT WITH
GC PRIOR TO PROCEEDING. NOTIFY GC  OF ANY SUSPICIOUS CONDITION PRESUMED TO CONTAIN ANY
MATERIAL KNOWN TO CAUSE HARM.

3. THE GC SHALL PROTECT THE FINISH SURFACES DURING DEMOLITION OF EXISTING WALLS, DOORS,
FRAMES, AND OTHER FEATURES TO BE RETAINED. MAINTAIN STRUCTURAL INTEGRITY OF ALL MASONRY
SURFACES AND STRIP WALL SURFACES DOWN TO EXISTING BRICK.

4. THE DEMOLITION SCOPE SHALL INCLUDE THE REMOVAL OF EXISTING FINISH FLOORING AND
ASSOCIATED ADHESIVES IN ALL AREAS WITHIN THE SCOPE OF WORK.

5. REMOVE ALL EXISTING LIGHT FIXTURES  AND RETAIN ALL FIXTURES.

6. REMOVE ALL FINISHED CEILING WITHIN THE SCOPE OF WORK. NOTE THAT CEILING MATERIALS VARY.
TYPES INCLUDE BOTH 2X2 AND 2X4 LAYIN SUSPENDED TILE CEILINGS AND A VARIETY OF TILE AND
SUSPENSION SYSTEM TYPES.

7. ALL EXISTING WALL MOUNTED ITEMS TO BE REMOVED. EXISTING WIRING CONNECTED TO ALL
DEVICES OR LIGHT FIXTURES DESIGNATED TO BE REMOVED SHALL BE REMOVED BACK TO MAIN PANEL AND
LEFT IN A “SAFE“ STATE.

8. ALL TELECOMMUNICATIONS OR DATA CABLES NOT DESIGNATED FOR REUSE SHALL BE REMOVED
AND DISPOSED OF IN A PROPER AND LEGAL MANNER.

9. FIRE PROTECTION SYSTEM TO REMAIN ACTIVE THROUGHOUT DEMOLITION. THE GC SHALL  PROTECT
EXISTING FIRE ALARM EQUIPMENT, EMERGENCY LIGHTING, AND EXIT SIGNS TO BE RETAINED OR REUSED.
THE GC SHALL BE RESPONSIBLE FOR DAMAGE TO THE SYSTEM AND REPAIR DAMAGE CAUSED BY
DEMOLITION.

10. REMOVE EXISTING WALL MOUNTED FIRE EXTINGUISHERS AND RETAIN DURING CONSTRUCTION.

11. THE GC SHALL COORDINATE SHUT DOWN OF ANY BUILDING SYSTEMS WITH THE PROPERTY
MANAGER, AND FIRE DEPARTMENT OFFICIALS WHERE REQUIRED, PRIOR TO IMPLEMENTATION.

12. REMOVE ALL EXISTING WINDOW TREATMENTS.

13. THE GC SHALL ARRANGE FOR REMOVAL AND DISPOSAL IN A PROPER AND LEGAL MANNER OF ALL
MATERIALS NOT DESIGNATED FOR REUSE AND LEAVE SITE BROOM CLEAN.

14. IF REQUESTED BY THE OWNER, SAVE AND PROTECT ALL DEMOLISHED DOORS, FRAMES AND / OR
HARDWARE NOT DESIGNATED FOR REUSE ON THIS PROJECT. THE FACILITY MANAGER WILL BE RESPONSIBLE
FOR REMOVING THIS MATERIAL FROM THE SITE.

15. REMOVE ALL EXISTING CEILING MATERIALS FROM AREA OF CONSTRUCTION.

16. ALL PLUMBING WASTE LINES AT DEMODEMOLISHED FIXTURES TO BE DEMOLISHED BELOW SLAB,
CAPPED, COVERED WITH 1500 PSI CONCRETE (SMOOTH/FLUSH WITH EXISTING), DESIGNATE WITH
PERMANENT MARKING PAINT.

DEMOLITION PLAN LEGEND

EXISTING PARTITION TO REMAIN

EXISTING PARTITION TO BE REMOVED

EXISTING DOOR TO REMAIN

GLAZING AND FRAME TO BE REMOVED

EXISTING DOOR TO BE REMOVED
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1 Existing/Demolition Plan
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3 Existing Section
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