. gVOGRAN CO - SAVOGRAN STRYPEEZE PAINT & VARNISH REMOVER - 8010-01-

Product Identification ==

(’T Product ID:SAVOGRAN- STRYPEEZE PAINT & VARNISH REMOVER
MSDS Date:12/01/1993
FSC:8010
NIIN:01-361-1328
MSDS Number: BZGCL
=== Responsible Party ===
Company Name :SAVOGRAN CO
Address:259 LENOX
Box:130
City:NORWOOD
State:MA
ZIP;02062-3417
Country:US
Info Phone Num:617-762-5400
Enmergency Phone Num:617-762-5400
Preparer's Name:JOHN L GALE
CAGE :G0477
=== Contractor Identification ===
Company Name:SAVOGRAN
Box:130
City:NORWOOD
State:MA
ZIP:02062
Country:US
Phone:617-762-5400
CAGE: 86885

+ Company Name:SAVOGRAN CO
( Address:259 LENOX
Box:130

Y City:NORWOOD
State:MA
ZIP:02062~3417
Country:US
Phone:617-762~-5400
CAGE:G0477

Composition/Information on Ingredients

Ingred Name:DICHLOROMETHANE (METHYLENE CHLORIDE) (SUSP HUMAN CARC BY

ACGIH, SUSP ANIM CARC BY IARC; NTP - IARC GROUP 2B)

CAS:75-09-2

RTECS #:PA8050000

Fraction by Wt: >10%

OSHA PEL:500 PPM

ACGIH TLV:50 PPM

EPA Rpt Qty:1000 LBS

DOT Rpt Qty:1000 LBS

Ingred Name:METHANOL (METHYL ALCOHOL), COLUMBIAN SPIRITS
CAS:67-56~-1 '

RTECS #:PC1400000

Fraction by Wt: <25%

Other REC Limits:200 PPM

OSHA PEL:200 PPM

'ACGIH TLV:200 PPM

EPA Rpt Qty:5000 LBS

http://hazard.com/msds/f2/bzg/bzgcl.html
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Weh BLEACH -~ Page: 1

PRODUCT NAME: WOOD BLEACH NFPA CODES: H F R
”“QQ\CODE: 500N 200

(VT SHIPPING NAME AND LABELING: CONSUMER COMMODITY-ORM-D

SECTION I - MANUFACTURER IDENTIFICATION =================
EFFECTIVE: 09/13/2001 -

MANUFACTURER'S NAME: SAVOGRAN

ADDRESS :+ 259 LENOX STREET
PO BOX 130
NORWOOD, MA 02062-0130
PHONE : 781-762-5400 NAME OF PREPARER : MARK A. MONIQUE
=== SECTION II - HAZARDOUS INGREDIENTS UNDER OSHA HAZARD COMMUNICATION STD ===
WEIGHT
INGREDIENTS ’ CAS NUMBER PERCENT
OXALIC ACID DIHYDRATE 144-62-7 95% - 100%
ACGIH/OSHA 1 mg/m3 TWA
ACGIH 2 mg/m3 STEL
/777
m——m—mm——m——===  SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS
INITIAL BOILING POINT: NA SPECIFIC GRAVITY: 1.65
2"\POR DENSITY: NA VAPOR PRESSURE (CALCULATED) : NA
\PORATION RATE: NA MATERIAL V.0.C. (% BY WT.): O.
PERCENT VOLATILE: O. SOLUBILITY IN WATER: 13.7%@25C
PH (1% IN H20): 1-2
APPEARANCE AND ODOR: WHITE CRYSTALLINE SOLID
mm—m—=mm—————==—-=  SECTION IV - FIRE AND EXPLOSION HAZARD DATA —====msmSEm=m——

FLASH POINT: NA METHOD USED: NO DATA
FLAMMABLE LIMITS IN AIR BY VOLUME- LOWER: NO DATA UPPER: NO DATA

EXTINGUISHING MEDIA: NONFLAMMABLE
SPECTAL FIREFIGHTING PROCEDURES:

WEAR SELF-CONTAINED BREATHING APPARATUS WITH FULL FACE PIECE OPERATED IN
PRESSURE-DEMAND OR OTHER POSITIVE PRESSURE MODE.

UNUSUAL FIRE AND EXPLOSION HAZARDS:
PARTIAL DECOMPOSITION OCCURS AT 150cC.

P SECTION V - REACTIVITY DATA P

STABILITY: STABLE
CONDITIONS TO AVOID:
NONE

L ~COMPATIBILITY (MATERIALS TO AVOID) :
REACTS WITH ALKALIES AND STRONG OXIDIZING AGENTS (E.G. PERMANGANATES) .



