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PLAN NOTES:

1. PLANTS SHALL NOT BE INSTALLED UNTIL SELECTED AND
APPROVED BY LANDSCAPE ARCHITECT.

2. IN THE CASE OF A CONFLICT BETWEEN THE PLANTING SCHEDULE
AND THE LANDSCAPE PLAN, THE GREATER THE NUMBER OF PLANTS
EITHER DEPICTED OR SPECIFIED SHALL BE ADHERED TO.

3.  REFER TO CIVIL SITE PLANS FOR INFORMATION REGARDING
STRUCTURAL LOCATIONS, UNDERGROUND UTILITIES
(PROPOSED AND EXISTING), AND OTHER CONSTRUCTION ITEMS.

4. LOCATION OF INDIVIDUAL PLANTS AND PLANT GROUPINGS SHALL
BE MODIFIED IN THE FIELD TO ENSURE EQUAL SPACING AND THE
CORRECT PLANT SPACING. PLANT SPACING SHALL BE EVENLY SPACED
IN STAGGERED ROWS OR RADIAL ARCS. PRIOR TO PERMANENT
PLACING, SPACING, ALIGNMENT AND FACING FIELD LOCATION OF TREES
AND SHRUBS SHALL BE REVIEWED AND APPROVED BY THE
LANDSCAPE ARCHITECT.

5. THE SPECIES AND VARIETIES LISTED SHALL BE ADHERED TO IN
ALL CASES. WHERE SUBSTITUTIONS ARE PROPOSED, THE CONTRACTOR
SHALL PROVIDE THE OWNER A LISTING OF PRICE DIFFERENTIALS AND
ALL SUBSTITUTIONS SHALL BE APPROVED BY THE LANDSCAPE
ARCHITECT.

6. ALL PLANTS AND PLANTING METHODS SHALL BE IN
CONFORMANCE WITH THE RECOMMENDED STANDARD SPECIFICATIONS
FOR PLANTINGS AS COMPLIED AND ISSUED BY THE ASSOCIATED
LANDSCAPE CONTRACTORS OF MASSACHUSETTS INC.

7. ALL PLANTING BEDS SHALL RECEIVE A MINIMUM OF 6" SCREENED
LOAM AND A MINIMUM OF 4” OF SHREDDED BARK MULCH.

8. ALL PLANTS SHALL BE WARRANTED FOR A MINIMUM OF ONE
YEAR FROM THE DATE OF COMPLETION OF THE PROJECT. SHOULD ANY
PLANTS DIE OR PRESENT UNDESIRABLE DIE-BACK OR DISEASE
DAMAGE, THEY SHOULD BE REPLACED AT NO ADDITIONAL COST TO
THE OWNER, WITH THE REPLACEMENT PLANTS MEETING THE ORIGINAL
SPECIFICATIONS.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING WATER
FOR A MINIMUM OF SIX WEEKS AFTER THE COMPLETION OF
CONSTRUCTION.

10. THE CALIPER OF THE TREE SHALL BE MEASURED ONE FOOT
ABOVE THE ROOTBALL OR GROUND LINE WHICHEVER IS GREATER.

11. PLANTING SEASON:

SPRING PLANTING SHALL OCCUR BETWEEN APRIL 1ST AND JULY 1ST
FALL PLANTING FOR ALL DECIDUOUS TREES, SHRUBS, AND GROUND
COVER SHALL OCCUR BETWEEN AUGUST 15TH AND OCTOBER 30TH,
PROVIDED THAT ADEQUATE WATER IS PROVIDED.

FALL PLANTING FOR ALL EVERGREEN TREES, SHRUBS AND GROUND
COVER SHALL OCCUR BETWEEN AUGUST 15TH AND NOVEMBER 15TH.

12. CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM
THE BUILDING FOUNDATION, STRUCTURES, AND PLANTING BEDS.

13. DO NOT INSTALL ANY PLANTINGS UNTIL ADJACENT CONSTRUCTION
WHICH MAY DAMAGE OR DISTURB OR OTHERWISE HAVE DELETERIOUS
EFFECTS ON THE PLANTS HAS BEEN COMPLETED.

14. EXISTING SPRUCE TREES AND 16" OAK TO REMAIN, SHALL BE
PROTECTED THROUGHOUT ALL CONSTRUCTION PHASES. INSTALL
CONSTRUCTION FENCE BELOW EACH TREE'S DRIPLINE. NO INTRUSION
BY MEN, EQUIPMENT OR MATERIALS SHALL BE PERMITTED INSIDE THE
FENCED AREA.
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