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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=3.800 ac   Runoff Depth=0.01"Subcatchment 1S: uplands
   Tc=5.0 min   CN=32   Runoff=0.01 cfs  0.002 af

Runoff Area=8.140 ac   Runoff Depth=3.09"Subcatchment 2S: wetlands
   Tc=0.0 min   CN=86   Runoff=35.50 cfs  2.097 af

Total Runoff Area = 11.940 ac   Runoff Volume = 2.098 af   Average Runoff Depth = 2.11"
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Subcatchment 1S: uplands

Runoff = 0.01 cfs @ 20.00 hrs,  Volume= 0.002 af,  Depth= 0.01"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 10 yr  Rainfall=4.80"

Area (ac) CN Description
3.800 32 Woods/grass comb., Good, HSG A

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry, driveway

Subcatchment 2S: wetlands

Runoff = 35.50 cfs @ 12.00 hrs,  Volume= 2.097 af,  Depth= 3.09"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 10 yr  Rainfall=4.80"

Area (ac) CN Description
8.140 86 Pasture/grassland/range, Poor, HSG C
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=3.800 ac   Runoff Depth=0.10"Subcatchment 1S: uplands
   Tc=5.0 min   CN=32   Runoff=0.07 cfs  0.031 af

Runoff Area=8.140 ac   Runoff Depth=4.17"Subcatchment 2S: wetlands
   Tc=0.0 min   CN=86   Runoff=47.12 cfs  2.826 af

Total Runoff Area = 11.940 ac   Runoff Volume = 2.857 af   Average Runoff Depth = 2.87"
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Subcatchment 1S: uplands

Runoff = 0.07 cfs @ 14.81 hrs,  Volume= 0.031 af,  Depth= 0.10"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 25 yr  Rainfall=6.00"

Area (ac) CN Description
3.800 32 Woods/grass comb., Good, HSG A

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry, driveway

Subcatchment 2S: wetlands

Runoff = 47.12 cfs @ 12.00 hrs,  Volume= 2.826 af,  Depth= 4.17"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 25 yr  Rainfall=6.00"

Area (ac) CN Description
8.140 86 Pasture/grassland/range, Poor, HSG C
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Time span=5.00-20.00 hrs, dt=0.05 hrs, 301 points
Runoff by SCS TR-20 method, UH=SCS

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=3.800 ac   Runoff Depth=0.63"Subcatchment 1S: uplands
   Tc=5.0 min   CN=32   Runoff=1.24 cfs  0.198 af

Runoff Area=8.140 ac   Runoff Depth=6.54"Subcatchment 2S: wetlands
   Tc=0.0 min   CN=86   Runoff=72.17 cfs  4.438 af

Total Runoff Area = 11.940 ac   Runoff Volume = 4.637 af   Average Runoff Depth = 4.66"
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Subcatchment 1S: uplands

Runoff = 1.24 cfs @ 12.30 hrs,  Volume= 0.198 af,  Depth= 0.63"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 100 yr  Rainfall=8.60"

Area (ac) CN Description
3.800 32 Woods/grass comb., Good, HSG A

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry, driveway

Subcatchment 2S: wetlands

Runoff = 72.17 cfs @ 12.00 hrs,  Volume= 4.438 af,  Depth= 6.54"

Runoff by SCS TR-20 method, UH=SCS, Time Span= 5.00-20.00 hrs, dt= 0.05 hrs
Type III 24-hr 100 yr  Rainfall=8.60"

Area (ac) CN Description
8.140 86 Pasture/grassland/range, Poor, HSG C


