0SQ Series

0SQ™ LED Area/Flood Luminaire — Medium

Product Description DA Mount ‘
The 0SQ™ Area/Flood luminaire blends extreme optical control, advanced thermal management e - =
and modern, clean aesthetics. Built to last, the housing is rugged cast aluminum with an integral,
weathertight LED driver compartment. Versatile mounting configurations offer simple installation.
Its slim, low-profile design minimizes wind load requirements and blends seamlessly into the 25.0°
site providing even, quality illumination. ‘A’ Input power designator is a suitable upgrade for HID I (635}nm)
applications up to 250 Watt. 'J’ Input power designator is a suitable upgrade for HID applications i 1
up to 400 Watt. T L g
Applications: Parking lots, walkways, campuses, car dealerships, office complexes, and internal l (206mm)
roadways
19.0" P -
(482mm) @ o O
Performance Summary i 7
NanoOptic® Precision Delivery Grid™ optic (79}nm)
Made in the U.S.A. of U.S. and imported parts l_ NEMA® Photocell
.. Receptacle location
CRI: Minimum 70 CRI (4000K & 5700K); 80 CRI (3000K) (ordered as an option)
|
CCT: 3000K (+/- 300K), 4000K (+/- 300K), 5700K (+/- 500K) ¥ p—
38 4.8°
Limited Warranty": 10 years on luminaire/10 years on Colorfast DeltaGuard® finish (B;Mm (122mm)
*See vww.cree.com/lighti d y for viarranty terms ' [
AA Mount I
Accessories i 276
" (701mm) -
Field-Installed T .
| Lo 10.6' Y
Backlight Shield | | (269mm)
0SQ-BLSMF - Front facing optics 0SQ-BLSMR - Rotated oplics |
1
19.0° —
(482mm) 9| !
i : ! ]
- 3
| o [ (79mm)
" NEMA® Photocell
i . L Receptacle [ocation
Ordering Information (ordered as an option)
Fully assembled luminaire is composed of two components that must be ordered separately: !
Example: Mount: 0SQ-AA-SV + Luminaire: 0SQ-A-NM-2ME-A-40K-UL-SV 38
| EE™ TOF ] sim
Mount (Luminaire must be ordered separately) 1 - 1
0sQ-
05Q-AA Adjustable Arm Color Options: SV Silver BZ Branze Weight
0SQ-DA Direct Arm BK Black WH White
26.5Ibs. (12kg)
Luminaire (Mount must be ordered separately)
0sQ A NM
tnput Color
Product | Version | Mounting | Optic Power CCT | Voltage Opti Options
5 ptions
Designator
0sQ A NM 2ME* WSH A 30K uL BK DIM  0-10V Dimming PML2 Programmable Mulli-Level, 10-30' Mounting
No Mount Typell Wide naw 3000K | Universal | Black - Control by others Height
Medium Sign J 40K 120-271V | BZ - Refer to Dimming spac sheat for details - Refer to PLIL sre¢ <haat for details
3ME* 15D 168W 4000K | UH Bronze - Can't exceed wattage of specified input power - Intended for downlight applications at 0" tilt
Typelll 15° Flood 51K Universal | sy designator Q9  Field Adjustable Output
Medium 25D 5700K | 347-480V | Silver F  Fuse - Refer to Eield Adustahl2 Output spec sheet
AME* 25° Flood WH - When code dictates fusing, use time delay for details
TypelV 40D Vihite fuse R NEMA® PhotocellReceptacle
Medium  40° Flood ML Multi-Level - Intended for dovnlight appli with
SME 60D - Refer to ML spec sheet for details maximum 45° lilt
TypeV 60" Flood - High: 100%, Low:: 30% - Photocell by others
Medium - fed for downlight appli ato° lilt RL  Rotate Left
5SH PML Programmable Multi-Level, 20-40' Mounting - LED and oplic zre rotated to the left
TypeV Height . RR  Rotate Right
Short - Refer to PML spec shest for details - LED and optic are rotated to the right
- Intended for dowinlight applications at 0" tilt

» Available with Backlight Shield when ordered with field-installed accessory (see table above)
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0SQ™ LED Area/Flood Luminaire — Medium

Product Specifications
Electrical Data*

CONSTRUCTION & MATERIALS Total C F
+ Slim, low profile design minimizes wind load requirements olal Rreen
+ Luminaire housing is rugged die cast aluminum with an integral, weathertight LED Input Povier | System Walts

Designator | 120-480V 10v 208V [240v |27V |34V | 48OV

driver compartment and high performance heat sink

+ Convenient interlocking mounting method on direct arm mount. Mounting adaptor
is rugged die cast aluminum and mounts to 3-6" (76-152mm) square or round pole,
secured by two 5/16-18 UNC bolts spaced on 2" (51mm) centers

* Mounting for the adjustable arm mount adaptor is rugged die cast aluminum and J 168 1.47 0.85 074 0.64 050 0.36
mounts to 2" (51mm) IP, 2.375" (60mm) 0.D. tenon

+  Adjustable arm mount can be adjusted 180" in 2.5" increments
+ Designed for uplight and downlight applications
+ Exclusive Colorfast DeltaGuard? finish features an E-Coat epoxy primer with an

A 12 0.97 0.56 0.49 0.43 034 0.25

* Electrical data at 25°C (77°F). Actual wattage may differ by +/- 10% wihen operating between 120-480V +/-10%

ultra-durable powder topcoat, providing excellent resistance lo corrosion, ultraviolet . 5
degradation and abrasion. Silver, branze, black, and white are available Recommended 0SQ Series Lumen Maintenance Factors (LMF)'
Weight: 26.5 Ibs. (12kg) ' 75K hr
Initial 25K hr 50K hr Projected/ | 100K hr
ELECTRICAL SYSTEM Ambient Optic LMF Projected? | Projected? | Calcu- Calculated?
« Input Voltage: 120-277V or 347-480Y, 50/60Hz, Class 1 drivers LMF LMF mf” LMF
+ Power Factor: > 0.9 at full load
Lo ! f X . . 0.84
+ Total Harmonic Distortion: < 20% at full load - PHEEANE L w i e
) . SCATF) | s, 5SH, 15D, 25D,
+Integral 10KV surge suppression protection standard a00.cop. s | 195 0.94 0.86 0.80 0.74
+ To address inrush current, slow blow fuse or type C/D breaker should be used JME, 3ME, AME 1.03 0.8 093 0.88 0.83
« 10V Source Current: 0.15mA 10°C(50°F)
SHE B S 280 | g 093 0.86 079 013
REGULATORY & VOLUNTARY QUALIFICATIONS =
. cULus Listed 2ME, 3ME, 4ME 1.02 0.97 0.92 0.87 0.82
. R 15°C(59°F)
+ Suitable for wet locations A 0. |03 092 085 078 0.72
Enclosure rated IP66 per IE-C 60529 when ordered without R option 2ME, 3E, 4ME o 0.9 o g o
+ Consult factory for CE Certified products 20°C(68°F)
. : . SME,5SH, 150,250, | o 090 083 07 0
+ Certified to ANSI C136.31-2001, 3G bridge and overpass vibralion standards 40D, 60D, WSN i . : ' .
+ 10KV surge suppression protection tested in accordance with IEEE/ANSI €62.41.2 2ME, 3ME, 4ME 1.00 0.95 0.90 0.85 0.81
+  Meels FCC Part 15 standards for conducted and radiated emissions 25°C(TT'F) |"5ME, 5SH, 15D, 25D, 00 089 082 - o
+ Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient 40D, 60D, WSH
salt fog conditions as defined in ASTM Standard B 117 "Lumen maintenance values at 25°C (77°F) are calculated per TH-21 based on LM-80 data and in-situ luminaire testing
5 < cusie *In accordance with IESHA TM-21-11, Projected Values represent interpolated value based on time durations that zre within six times
*  Meels Buy American requirements within ARRA (6X) the IESNA LM-80-08 total test duration (in hours) for the device under testing ((DUT)i.e. the packaged LED ckip)
. . o ! dance wiith [ESNA TM-21-11, Calculated Values represent time durations that exceed six times (6X) the IESHA LM-80-08 total
DLC qualified when ordered with 30K (SME, 5SH optics), or 40K and 57K (2ME, 3ME, ,EC::,',::; ﬁ;”bwrs) for the device under testing ((DUT) i.e. the packaged LED chip)

4ME, 5ME, 5SH, 15D, 25D, 40D, 60D optics). Please refer to
www.designlights.org/QPL for most current information

+Dark:Sky Friendly, IDA approved. Please refer to wwi.darksky.org/ for most current
information

+ RoHS compliant. Consult factory for additional details
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0SQ™ LED Area/Flood Luminaire — Medium

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project
consult: www.cree.com/Lighting/Products/Outdoor/Area/0SQ-Series

2ME
;7!21 W oW o o 0w ow e X
204
@ ] [ 1T ], Type Il Medium Distribution
oI I i e
« — i
N ( ¢ T— 7 \,' 3000K 4000K 5700K
N A3, Input » . "
ERNNSP 7L Pover Initil BUS | mital BUS .| ital A,
e S ! Designator Delivered Pt T?A- Delivered Dot TEA- Delivered Per T?A-
@ - . § s
. Lumens 1511 Lumens’ 1511 Lumens’ 1511
e’
o 2 W e w22 mju s A 9,136 B2UDGT 10,804 B2 U0 G2 11,649 B2U0 G2
8 e e J 13703 B2U0G2 | 16356 B3U0G2 | 17474 B3U0G2
RESTL Test Report #: PL03347-001 0SQ-A-**-2ME-J40K-UL # [nitial delivered lumens at 25°C (77°F). Actual wattage may differ by +/- 10% wihen operating between 120480V +/-10%
0SQ-A-**-2ME-A-40K-UL Mounting Height: 25' (7.6m) A.F.G. +* For mote information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 10,988 Initial Delivered Lumens: 16,356 viww.ies.org/PDF/Esratas/TM-15-11BugRatingsAddendum.pdf. Valid viith no tilt
Initial FC at grade
m1|2!1 107 80 €O 40 20 O 20 40 £ 20107127
w - e | Type Il Medium wiBLS Distribition
1’3 i
A N 3000K 4000K §700K
P JI) i 1
om nput i -
] 61 Power Initial BU(.; - Initial BU(.; - Initial BU(.; "
i H . Ratings’ : Ratings " Ratings
e 122 Designator Delivered Delivered Delivered
6 J s Lumens’ PerTM Lumens’ Per TM Lumens’ Per TM
w i 1511 1511 1511
oy 05
HERTUA AL L1/ 0m 61 122143/28608 266 A 7,831 B1UDGI 9,346 B2U0G2 9985 B2 U0 G2
Concieporms Troce Vet phane o e et
307~ Ferseatst snsde of mavmam carzepoms: J 11,746 B2UDG2 14,020 B2U0G2 14978 B2 U0 G2
RESTL Test Report #: PL03642-003 0SQ-A-**-2ME-J-40K-UL vi/0SQ-BLSMF * Initial delivered lumens at 25°C (77°F). Actual wattage may differ by +/- 10% vhen operating between 120-480V +/-10%
0SQ-A-+*2ME-J-40K-UL v//0SQ-BLSMF Mounting Height: 25' (7.6m) A.F.G. ++ For more informalion on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 14,643 Initial Delivered Lumens: 14,020 vavvies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. Valid viith no tilt
Initial FC al grade
3ME
I”XN 100 87 67 43 20 O 10 47 & Mlﬂllﬁm !
54 l ___._:' = £ | Type Ill Medium Distribution
o e Na Y
4o % 122 3000K 4000K 5700K
x L‘\ q C 2 3r 4 ] 61
MEmr a7 / o ok Initil B | it BUS o | ial s
- \K.__--/ 7 = Designator Delivered Pg{'?g: Delivered P:r%{s Delivered P:;‘?E&S
@ Pt ™ Lumens’ Lumens’ Lumens’
o / 2 151 151 151
@ @ % A 9,042 B2 U0 G2 10,793 B2UDG2 11,530 B2U0G2
- S ottt il i erc J 13,564 B3U0G3 16,189 B3UDG3 17,296 B3U0G3
RESTL Test Report #: PL03478-001 0SQ-A-**-3ME-J-40K-UL * Initial delivered lumens at 25°C (77°F). Actual waltage may differ by +/- 10% when operating between 120-480V +/-10%
0SQ-A-**-3ME-J-40K-UL Mounting Height: 25' (7.6m) A.F.G. * Formore i ion on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 16,257 Initial Delivered Lumens: 16,189 viwyes.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. Valid with no t
Initial FC at grade
,wlzl 100 20 60° 47 200 O 20" 47 €2 8010 |m'm
L - J = 2u Type Il Medium w/BLS Distribution
@ e 123
w | {04 = \] 122 3000K 4000K 5700K
= NP © I
NN Z22Y, /’ o e Inital BUG Initial BUG titial BUG
20 [REAUNE == e OWEr s : Ralings”™ : Ratings™ | Ratings™
& 122 Designator Delivered Per TM- Delivered Per TM- Delivered Per TH-
pe /I Lumens’ 151 Lumens® 151 Lumens’ 1571
e 224
s ms T T 2z L Om 61 122 mfuans:an:m A 1731 B1U0G2 9,235 B1U0G2 9866 B1UDG2
p W [ T Lo e et Lowes. J 11,606 B1UO G2 13,853 B2U0G3 14799 B2U0G3

RESTL Test Report #: PL03642-001
0SQ-A-**-3ME-J-40K-UL w/0SQ-BLSMF
Initial Delivered Lumens: 14,229

0SQ-A-**-3ME-J-40K-UL v//OSQ-BLSMF
Mounting Height: 25’ (7.6m) A.F.G.
Initial Delivered Lumens: 13,853

Initial FC at grade

* Initia] delivered lument

onthe IES BUG

**Formore i

vrvviies.org/PDF/Erratas/TM-15-11BugRatingsAdde:

P!

g
ndum.pd

s at 25°C (77°F). Actual waltage may differ by +/- 10% vihen operating between 120-480V /-10%
ht-Glare) Rating visit:
1. Valid wiith no lilt
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0SQ™ LED Area/Flood Luminaire — Medium

Photometry

All published luminaire photometric testing performed to [IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project
consult: www.cree.com/Lighting/Products/Outdoor/Area/0SQ-Series

4ME
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120 I I 346 . . . .
I s us Type IV Medium Distribution
5y ~a —1 284
@ (= T a3 3000K 4000K 5700K
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2 nput i . » It]
2: LR V1 o Power Initial ggﬁn - Initial ::’E s Initial ggling o
M A\ ,// T 1 Designator Delivered Per T?JI- Delivered Per T?A- Delivered Per Th-
w© NS= 122 Lumens’ Lumens’ Lumens’ 1511
- == ’ s 15-11 15-11 -1
LR m ez o1 om a1 2 s e A 8,949 B2U0G2 10,682 B2U0 G2 11,412 B2U0G3
el ver<al ply°
(S J 13,424 B3U0G3 16,022 B3U0G3 77 B3U0G3
RESTL Test Report #: PL03496-001 0SQ-A-**~4ME-J-40K-UL * Initial delivered lumens at 25°C (77°F). Actual waltage may differ by +/- 10% when operating between 120-480V +-10%
0SQ-A-**-4ME-J-40K-UL Mounting Height: 25' (7.6m) A.F.G. *¢ For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 16,293 Initial Delivered Lumens: 16,022 vivviies.orgIPDF/Erratas/TM-15-11BugRatingsAddendum.pdf. Valid with no tilt
Initial FC at grade
120 107 &Y €0° ¢ I O 20 40 €0 5070 10
127 T %6 - e .
w P s Type IV Medium w/BLS Distribution
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TSR CAV @ Input
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B : & Designator Delivered Delivere eliver ™
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© mens 151 Lumens 1511 umens’ 1511
©0 / 183
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6305 T 123 122 61 Om A1 122 1A3/3¢4 05 %6 A 7,644 B1U0G2 9,124 B1UDG2 9,747 B1UOG2
frormintiveivi piitoe ) 5 J 11,466 B2U0 G3 13,686 B2U0 G3 14621 B2U0G3
RESTL Test Report #: PL03642-002 OSQ‘A"““‘M.E'J““JK"UL v/0SQ-BLSMF * Initial delivered lumens at 25°C (77°F). Actual waltage may differ by +/- 10% vihen operaling betiween 120-480V 4/-10%
0SQ-A-**-4ME-J-40K-UL v//0SQ-BLSMF Mounting Height: 25’ (7.6m) A.F.G. * For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 13,647 Initial Delivered Lumens: 13,686 viviviies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdl. Valid wiith no tilt
Initial FC at grade
SME
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™ e ED . I
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@ 2 \ 183 !
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; Input
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Posa Ivernzid plore
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RESTL Test Report #: PL03466-001 0SQ-A-**-5ME-A-40K-UL « Initial delivered lumens at 25°C (77°F). Actual wattage may differ by +/- 10% vihen operating between 120-480V 4/-10%
0SQ-A-**-SME-S-40K-UL Mounting Height: 25' (7.6m) A.F.G. *4 For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 20,709 Initial Delivered Lumens: 13,686 vivveies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. Valid vith no tilt
Initial FC at grade
5SH
120 100 87 67 40 20 O 27 27 €0 8010 1%
P e i Type V Short Distributi
50 B — 258 e 0| Istribution
A . - E] \%; 183 »
b == 122 3000K 4000K 5700K
= AN -
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o 1t o s U - BUG . BUG
2o oo [ L1 T & Povier Initial :at(i;n o Initial Ratings™ Initial Ratiais"
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Poztionctvernzal slare
o A8 [t tasnbitiia] J 13,359 B4UDG3 15817 B4UD G4 16,052 B4UDG4
RESTL Test Report #: PL03501-001 OSQ‘Aj“‘SS"_"A"‘OK'UL « [nitial delivered lumens at 25°C (77°F). Actual waltage may differ by +/- 10% when operating between 120-480V +/-10%
0SQ-A-**-5SH-S-40K-UL Mounting Height: 25' (7.6m) A.F.G. «« For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
Initial Delivered Lumens: 21,066 Initial Delivered Lumens: 15,817 vivviies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. Valid viith no tilt

Initial FC at grade
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0SQ™ LED Area/Flood Luminaire — Medium

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project

consult: www.cree.com/Lighting/Products/Outdoor/Area/OSQ-Series

15D

33 E23

RESTL Test Report #: PL03903-001
0SQ-A**-15D-S-40K-UL
Initial Delivered Lumens: 22,600

25D

€ &
30" e
RESTL Test Report #: PL03903-002
0SQ-A-**-25D-S-40K-UL

Initial Delivered Lumens: 22,633

40D

S >
iy

59

@ ©
307 £
RESTL Test Report #: PL03903-003
0SQ-A-**-40D-S-40K-UL

Initial Delivered Lumens: 22,404

US: www.cree.com/lighting
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0SQ-A-**-15D-J-40K-UL

Mounting Height: 25’ (7.6m) A.F.G., 60" Tilt
Initial Delivered Lumens: 16,153

Initial FC at grade
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0SQ-A-**-25D-J-40K-UL

Mounting Height: 25' (7.6m) A.F.G,, 60" Tilt
Initial Delivered Lumens: 16,153

Initial FC at grade
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&7 221
o 121
o 22
E ™~ &1
o \ P
2 Zg } 6
o 122
© RLE]
T 284
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0SQ-A-**-40D-J-40K-UL

Mounting Height: 25' (7.6m) A.F.G., 60" Tilt
Initial Delivered Lumens: 15,985

Initial FC at grade

T (800) 236-6800 F (262) 504-5415

15" Flood Distribution
3000K 4000K 5700K
Input . i
Power Initial Initial Initial
Designator Delivered Delivered Delivered
Lumens’ Lumens’ Lumens®
A 9,095 10,769 10,929
J 13,643 16,153 16,393

* Initial delivered lumens at 25°C (77°F). Actual wattage may differ by +/- 10% when operaling between 120-480V +/-10%

25" Flood Distribution
3000K 4000K 5700K
Input
Power Initial Initial Initial
Designator Delivered Delivered Delivered
Lumens* Lumens’ Lumens’
A 9,095 10,769 10,929
J 13,643 16,153 16,393

* Initial delivered lumens at 25°C (77°F). Actual wallage may dilfer by +/- 10% when operating between 120-480V +/-10%

40" Flood Distribution
3000K 4000K 5700K
Input . i .
Power Initial Initial Initial
Designator Delivered Delivered Delivered
Lumens® Lumens® Lumens’
A 9,001 10,657 10,815
J 13,501 15,985 16,222

* Initial delivered lumens at 25°C (77°F). Actual wattage may differ by +/- 10% when operating between 120480V +/-10%

Canada: www.cree.com/canada
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0SQ™ LED Area/Flood Luminaire — Medium

Photometry

All published luminaire photometric testing performed to [ESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project
consult: www.cree.com/Lighting/Products/Outdoor/Area/0SQ-Series

60D
W:: O 2 40 60 BC 160 130 100 157 18T , 60° Flood Distribution
244
12 "3
B /;:—\ \\\ a3 - 3000K 4000K 5700K
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Ioricotia shole of pas corors ESAArpE st i o k ot / n Designator Delivered Delivered Delivered
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w0 E\“/’/ Vi / 122
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w ua
£1 Om A1 122 183 242 325 256 427 458 549 J ]3'643 ]5']53 16‘393
b 2
RESTL Test Report #: PL03303-004 0SQ-A-**-60D-J-40K-UL « Initial delivered lumens at 25°C (77°F). Actual waltage may differ by +/- 10% vihen operating between 120-480V 410%
0SQ-A-**-60D-S-40K-UL Mounting Height: 25' (7.6m) A.F.G., 60" Tilt
Initial Delivered Lumens: 22,301 Initial Delivered Lumens: 16,153
Initial FC at grade
WSN
0 20 0 20 40 61 B0 100120147 160 180
hd xe Wide Sign Distribution
107 = x5 e
244
Z TN . 3000K 4000K 5700K
AN
a N\ 122 Input . o -
cx'.sqanrhxq S o | (A \ @ Power Initial Initial Initial
et el el o [ 8 )] o Designator Delivered Delivered Delivered
o At )1)s121 & Lumens® Lumens® Lumens’
“© N=4 / 122
74 183
" o - \u>Y e A 8914 10,555 10,711
100 — k]
N y 10 %E J 13372 15,832 16,067
122 61 Om 61 122183244 205 %642738 519
RESTL Test Report #: PL04597-001 0SQ-A-**-WSN-A-40K-UL * Initial delivered lumens at 25°C (77'F). Actual wattage may differ by +/- 10% vihen operating between 120-480V 4/-10%
0SQ-A-**-WSN-S-30K-UL Mounting Height: 25’ (7.6m) A.F.G., 60" Tilt
Initial Delivered Lumens: 19,087 Initial Delivered Lumens: 10,555

Initial FC at grade
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0SQ™ LED Area/Flood Luminaire — Medium

Luminaire EPA

Fixed Arm Mount — 0SQ-DA Weight: 26.5 Ibs. (12kg)

Single 2@180° 2@90° 3@90° 3@120° 1@y
= = F “w & -

074 1.48 119 193 163 238

Adjustable Arm Mount — 0SQ-AA Weight: 26.5 Ibs. (12kg)

Single | 20180 | 2090 |39 | 3@120 | 3@180 | 1@ 180 | 4090

Tenon Configuration (0°-80° Tilt); If used viith Cree tenons, please add tenon EPA viith Luminaire EPA

T T A N T T B 11T I

PB-2A%; PB-2R2.375; p—

PB-IAGPT-1;PW-1A3* | PD-2A4(180); PB-2A%; PD-2A4(0); PB-3A%; PD-3A4(90); PB-3A%; PT3(120) PB-3A%; PB-3R2.375 PB-4A*(180) L e
PT-2(180); PW-2A3++ PT-2(00) PT3(90) PR P}

0° Tilt

074 | 148 [ 119 | 193 | 163 | 333 | 486 | 238

10° Tilt

075 | 148 | 149 | 223 [ 215 | 422 [ 584 | 29

20" Tilt

112 | 148 | 186 ’ 260 [ 2.85 | 531 | 132 | am

30" Tilt

146 [ 148 | 220 | 234 | 256 [ 631 | 858 | 440

45°Tilt

1.96 | 196 | 269 | 343 | 454 | 783 | 1058 | 538

60° Tilt

23 | 233 | 307 X | 511 | 894 | 1216 | 6.14

70" Tilt

249 | 249 [ 323 | 397 [ 51 | 943 | 1280 | 6.6

80" Tilt

258 | 258 | a3 | 406 [ s {an [ 1216 | 660

Tenon Configuration (90" Tilt); If used with Cree tenans, please add tenon EPA viith Luminaire EPA
PB-2A%; PB-2R2.375; —

PB-IA%; PT-1; PW-1A3% | PD-2A4(180); PB-2A PB-3A* PB-3A%; PT-3(120) PB-3A%; PB-3R2.375 PB-4A%(180) Ao
PT-2(180); PU-2A3%

90" Tilt

261 261 444 6.5 511 | o1 | 1328 1039

* Specify pole size: 3 (37,4 (4), 5 (57, or 6 (6°) for single, double or triple [uminaire orientation or 4 (47, 5 (5°), or 6 (67) for quad luminaire orientation
»¢ These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3(37,4 (4,5 (57,016 (67

Us: www.cree.com/lighting

T (800) 236-6800 F (262) 504-5415

Canada: www.cree.com/canada

CREE <

T (800) 473-1234 F (800) 890-7507




0SQ™ LED Area/Flood Luminaire — Medium

Tenon EPA

Part Number EPA Tenons and Brackets! (must specify color)
PB-1A* None Square Internal Mount Vertical Tenons (Steel) Round External Mount Vertical Tenons (Steel)

" - Mounts to 3-6" (76-152mm) square aluminum or steel poles - Mounts to 2.375" (60mm) 0.0. round aluminum or steel poles or tenons
PB-2A 0.82 PB-1A* - Single PB-4A*(90) - 90° Quad PB-2R2.375 - Twiin PB-4R2.375 - Quad

” PB-2A* - 180" Twin PB-4A*(180) - 180 Quad PB-3R2.375 - Triple
P3N 1.52 PB-3A* - 180 Triple

- Round External Mount Horizontal Tenons (Aluminum)
PB-4A*(180) 2.2 Square Internal Mount Horizontal Tenons (Aluminum) - Mounts to 2.375" (60mm) 0.D. round aluminum or steel poles or tenons
PB-4A*(3D) m - Mounts to 4° (102mm) square aluminum or steel poles - Mounls to square pole vith PB-1A* tenon

. PD-2A4(90) - 90° Twin PD-3A4(30) - 90 Triple PT-1 - Single (Vertical) PT-3(90) - 90° Triple
PB-2R2.375 0.02 PD-2A4(180) - 180" Twin PD-4A4(30) - 90" Quad PT-2(30) - 90" Twiin PT-4(90) - 90° Quad
PT-2(180) - 180" Twin
PB-3R2.375 162 Wall Mount Brackets )
B - Mounts to vzall or roof Mid-Pole Bracket
4 VIM-2 - Horizontal for 0SQ-AA mount - Mounts to square pole

L il = VIM-4 ~ L-Shape for 0SQ-AA mount PW-1A3** - Single PW-2A3** - Double
PD Series Tenons 0.09 ViM-DM - Plate for 0SQ-DA mount
PT Series Tenons 0.10 % Refer to the Bracket 2 Tangns <pac <heat for more details
PW-1A3** 0.47
PW-2A3%* 0.94
WM-2 0.08
WM-4 0.25
WM-DM None

* Specify pole size: 3(3'), 4 (47), 5 (57), or 6 (67) for single, double or triple luminaire
orientation or 4 (47,5 (57, or 6 (67) for quad [uminaire orientation
#» These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total
Pole Height. Specify pole size: 3 (37), 4 (4°),5 (57, or 6 (6)

Direct Mount Configurations

Compatibility with 0SQ-DA Direct Mount Bracket

Input Povier Designator | 2@90 I 2@180° 3@90° ; 3@120 I 4@90°
3" Square

A&J | na | v A | nia | A
3" Round

A&J | NIA | v l NIA l NIA | N/A
4" Square

A&Y | v | v | v | NIA [ v
4" Round

ARJ I 7 I 7 | v ! v I v
5" Square

A&J | v | v |« | A | v
5" Round

A& | v | K | [#
6" Square

il [~ l v |« | A | v
6" Round

A&J |~ | v | v I~ |~

©2015 Cree, Inc. and/or one of its subsidiaries. All rights reserved. For informational purposes only. Contentis subject to change. Patent
www.cree.com/patents. Cree®, NanoOptic?, and Colorfast DeltaGuard® are registered trademarks, and the Cree logo, Precision Delivery
Grid™ and 0SQ™ are trademarks of Cree, Inc. The UL logoiis aregistered trademark of UL LLC. NEMA? is a registered trademark of the
National Electrical Manufacturers Association. The DLC QPL logoiis a registered trademark of Northeast Energy Efficiency Partnerships, Inc.
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Cree Edge™ Series

LED Security Wall Pack Luminaire/

Product Description

The Cree Edge™ wall mount luminaire has a slim, low profile design. The luminaire end caps are i o~
made from rugged die cast aluminum with integral, weathertight LED driver compartments and high R
performance aluminum heat sinks specifically designed for LED applications. Housing is rugged B et ;
aluminum. Includes a lightweight mounting box for installation over standard and mud ring single o e
gang J-Boxes. Secures to wall with four 3/16" (5mm) screws (by others). Conduit entry from top, ® s
bottom, sides and rear. Allows mounting for uplight or downlight. Designed and approved for easy
through-wiring. Includes leaf/debris guard.
Applications: General area and security lighting
Performance Summary
Patented NanoOptic® Product Technology
Made in the U.S.A. of U.S. and imported parts 18.3"
. (464mm)
CRI: Minimum 70 CRI
CCT: 4000K (+/- 300K), 5700K (+/- 500K) standard
Limited Warranty*: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish
'See wwvi.cree. y for watranty terms
P ~N
. 4.1" -
Accessories (104mm) )
Field-Installed “A" -
‘Bird Spikes V Hand-HelVd' Remn“lé. -
XA-BRDSPK XA-SENSREM
-For ful of the prog ble multi-level o oA .
option, a minimum of ene hand-held remote is required LED Count (x10) | Dim."A Weight
02 9.9" (251mm) 20 Ibs. (9.1kq)
04 11.9" (303mm) 22Ibs. (10.0kg)
06 13.9° (353mm) 251bs. (11.3kg)
08 15.9° (404mm) 27 Ibs. (12.2kg)
10 17.9° (455mm) 31Ibs. (14.1kg)
12 19.9° (505mm) 32 Ibs. (14.5kg)
Ordering Information
Example: SEC-EDG-2M-WM-06-E-UL-SV-700
SEC-EDG WM E
s . LED Count % Color Drive .
Product Optic Mounting (x10) Series | Voltage Options Current Options
SEC-EDG M WM 02 E uL BK 350 DIM  0-10V Dimming
Type Il Medium Vall Mount 04 Universal Black 350mA - Control by others
2MB 06 120-277V BZ 525 - Refer to Dimming spec st.\eel for details
Type Il Medium w/BLS 08 UH Bronze 525mA - Can't exceed specified drive current
25 10 Universal sV -Available with 20-80 LEDs F  Fuse
Type Il Short 347-480V Silver 700 - Refer to ML spec sheet for availability viith ML options
25B 2 34 WH 700mA - Available wilp uL vol(age only .
Type Il Short w/BLS 347V Vihite -Available with 20-60 LEDs - When code dictates fusing, use time delay fuse
M ML Mulli-Level
Type lIl Medium - Refer to ML spec sheet for details
M8 - ded for downlight applications of 0* tilt
. P Photocell
M v
2:8 NLHediom w/BLS - Refer to ML spec sheet for availability with ML options
" - Must specify UL or 34 voltage
H‘:’; IV Medim PML Programmable Multi-Level
T - Refer to PML spec sheet for details
Type WV Medium w/BLS - Intended for downlight applications of 0° tilt
40K 4000K Color Temperature
- Minimum 70 CRI
- Color temperature per luminaire

US: www.cree.com/lighting
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Cree Edge™ LED Security Wall Pack Luminaire

Product Specifications
Electrical Data*

CONSTRUCTION & MATERIALS
Slim, low profile design Tatal Ciment
+ Luminaire sides are rugged die cast aluminum with integral, weathertight LED driver LED Count System Watls
compartment and high performance aluminum heat sinks specifically designed for (x10) 120-480V 120V 208V 240V 21V 34V 480V
LED applications
* Housing is rugged aluminum 350mA
+ Furnished with low copper, light weight mounting box designed for installation over
standard and mud ring single gang J-Boxes 02 2 021 0.13 on 0.10 008 0.07
+  Luminaire can also be direct mounted to a wall and surface wired
04 46 0.36 0.23 0.21 0.20 0.15 012

Secures to wall with four 3/16" (5mm) screws (by others)
Conduit entry from top, bottom, sides, and rear 06 66 052 031 028 026 020 015
+ Allows mounting for uplight or downlight

+ Designed and approved for easy through-wiring 08 90 0.75 0.44 0.38 0.34 026 0.20
*  Includes [eaf/dehris guard 10 10 092 053 047 041 0 024
+  Exclusive Colorfast DeltaGuard? finish features an E-Coat epoxy primer with an

ultradurable powder topcoat, providing excellent resistance to corrosion, ultraviolet 12 130 1.10 0.63 055 0.48 038 0.28

degradation and abrasion. Black, bronze, silver and white are available
« Weight: See Dimensions and Weight Chart on page 1 525mA
ELECTRICAL SYSTEM 02 37 0.30 0.19 017 0.16 0.12 0.10
+ Input Voltage: 120-277V or 347-480V, 50/60Hz, Class 1 drivers

04 70 0.58 0.34 0.31 0.28 021 0.16

+  Power Factor: > 0.9 at full load
+ Total Harmonic Distortion: < 20% at full load 06 101 0.84 0.49 0.43 0.38 030 0.22
+  Integral weathertight J-Box with leads (wire nuts) for easy pover hook up

+ Integral 10kV surge suppression protection standard 08 138 113 0.5 058 051 038 028
To address inrush current, slow blow fuse or type C/D breaker should be used 700mA
+  Maximum 10V Source Current: 20 LED (350mA): 10mA; 20LED (525 & 700 mA) and
40-120 LED: 0.15mA 02 50 0.41 025 0.22 0.20 0.15 0.2
REGULATORY & VOLUNTARY QUALIFICATIONS 04 93 0.78 0.46 0.40 0.36 027 0.20
cULus Listed
Suitable for wet locations ) 06 134 114 0.65 0.57 0.50 039 0.29
+ Meets FCC Part 15 standards for conducted and radiated emissions * Electrical data a1 25°C (77°F)
+ Enclosure rated IP66 per IEC 60529 when ordered without P, PML or ML options
10KV surge suppression protection tested in accordance with [EEE/ANSI C62.41.2 Recommended Cree Edge™ Series Lumen Maintenance Factors (LMF)'
Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient
salt fog conditions as defined in ASTM Standard B 117 Initial 25K hr 50K hr 75K hr 100K hr
. . : i
+ DLC qualified. Exceptions apply when ordered with full backlight control. Please refer Ambient LMF m’éemd’ Er':éec'edl E;I;"'md E;‘!;ulated‘
to wwv..designlights.org/QPL for most current information
. park Skx Friendly; IDA Approved. Please refer to www.darksky.org/ for most current | ?4$F) 1.04 0.99 0.97 0.95 0.93
information -
* Meets Buy American requirements within ARRA 25?0% 1.03 0.98 0.96 0.94 0.92
ISSQ'FF) 102 097 095 093 091
(zgz;{:r) 101 086 0.4 092 090
fffﬂ 1.00 095 093 091 0.89

*Lumen maintenance values at 25°C are calculated per TM-21 based on LM-80 data and in-situ luminaire tesling

2| accordance with IESNA Th-21-11, Projected Values represent interpolated value based on time durations that ate within six times
(6X) the IESHA LM-B0-08 total test duration (in hours) for the device under testing ((OUT) i.e. the packaged LED chip)

31n accordance with IESHA TM-21-11, Calculated Values represent time durations that exceed six times (6X) the IESHA LI4-80-08 total
test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chip)

CREE <
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Cree Edge™ LED Security Wall Pack Luminaire

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-IES-Configuration-Tool

2M
152 o 1
Type Il Medium Distribution
4000K 5700K
Lﬁ%““"‘ Initial BUG Initial BUG
(x10) Delivered Ratings™ Delivered Ralings™
Lumens® Per TM-15-11 Lumens® Per TM-15-11
350mA
02 2,138 B1UOGI 2,220 B1UOGI
syt o 04 4276 B1UO G1 4,440 B1UOGI
ITL Test Report #: 79174 SEC-EDG-2M-**-08-E-UL-525-40K 06 6,340 B2U0G2 6.584 B2U0G2
SEC-EDG-2M-**-06-E-UL-700-40K Mounting Height: 10’ (3.0m) A.F.G.
Initial Delivered Lumens: 11,128 Initial Delivered Lumens: 11,835 08 8,454 B2U0DG2 8,779 B2 U0 G2
Initial FC at grade
10 10,542 B3UDG3 10,947 B3U0G3
12 12,650 B3U0G3 13137 B3UDG3
525mA
02 2,993 B1UOGT 3,108 B1UDGI
04 5,986 B2U0G2 6,216 B2U0G2
06 8.876 B2U0G2 9,218 B2 U0 G2
08 11,835 B3UDG3 12,290 B3U0G3
700mA
02 3,656 ! B1UDGI 3,796 B1UOGI
04 731 ’ B2U0G2 7,593 B2U0G2
06 10,842 B3UOG3 11,259 B3UOG3
4 nitial delivered lumens at 25°C (77°F).
2MB ++ For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf
| Type Il Medium Distribution w/BLS
4000K 5700K
LE%CW"‘ Inital BUG Initial BUG
(x10) Delivered Ratings™ Delivered Ratings™
g g
Lumens’ Per TM-15-11 Lumens’ Per TM-15-11
350mA
02 1,610 BOUOGI 1,672 BO UOG1
- Permmachiencazbee
e e aitpane SIRAPIn iR 04 3221 BOUOGI 3345 B0 UOGI
06 4,176 B1UOG! 4,95¢ B1UOGY
CSA Test Report #: 6447 SEC-EDG-2MB-**-08-E-UL-525-40K 95
ARE-EDG-2MB-**-06-E-UL-700-40K Mounting Height: 10 (3.0m) A.F.G. 08 6,368 BI1UOGY 6,613 B1 U0 G2
Initial Delivered Lumens: 7,953 Initial Delivered Lumens: 8915
Initial FC at grade 10 7,941 BIU0G2 8,246 B1 U0 G2
12 9,529 B1UDG2 9,895 B1U0G2
525mA
02 2,254 BOUDGI 2341 BOUOGI
04 4,509 BIUOGI 4,682 B1UOGI
06 6,686 B1UDG2 6,943 B1U0G2
08 8915 B1UO0G2 9,258 B1U0G2
700mA
02 2,754 BOUOGI1 2,860 BOUOGI
04 5507 B1UOGI 5719 B1UDGI
06 8,167 B1UOG2 8,481 B1UO0G2

* Initial delivered lumens at 25°C (77°F).
*+ For more information on the IES BUG (Backlight-Uplight-Glare) Rating visil:
www.ies.org/PDF/Erratas/TH-15+11BugRatingsAddendum.pdf
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Cree Edge™ LED Security Wall Pack Luminaire

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific toyour project
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-lES-Configuration-Tool

2S
7 7 r c e s [1-2 | -
@ ‘_,,,,,-;4 %) | Type Il Short Distribution
L~
£ = & 4000K 5700K
o (- ﬁ \ o Lﬁ[")c""“‘ Initial BUG Initial BUG
[Py &%4% I (x10) Delivered Ratings™ Delivered Ratings™
= ~—= - Lumens’ Per TM-15-11 Lumens’ Per TM-15-11
o ’ 122 350mA
«w: o 123 "2 81 on 61 7 "3
02 2211 B1UOGI 2,364 BIUDG1
sndezz mer Trace Yert = tline taoazn SR ERdraon et
3| hriremlandeol madoum cancieponts 04 4,553 B1UOG1 4,728 BIUDG1
ITL Test Report #:79175 SEC-EDG-2S-**-08-E-UL-525-40K 06 6,752 B2U0 G2 7.012 B2U0 G2
SEC-EDG-28-+*-06-E-UL-700-40K Mounting Height: 10' (3.0m) A.F.G.
Initial Delivered Lumens: 11,704 Initial Delivered Lumens: 12,604 08 9,003 B2U0G2 9,349 B2U0 G2
Initial FC at grade
10 11,226 B3UOG3 11,658 B3U0G3
12 13472 B3UOG3 13,990 B3U0G3
525mA
02 3,187 B1U0OG1 3310 BIUOGI
04 6,375 B2U0G2 6,620 8200 G2
06 9,453 B2U0G2 9,816 B3UO G3
08 12,604 B3U0OG3 13,088 B3U0G3
700mA
02 3,893 B1UOGY 4,043 BIUOG1
04 7,786 B2U0G2 8,086 82U0 G2
06 11,546 B3UOG3 11,990 B3U0G3
* Initial delivered lumens at 25°C (77°F).
2SB ** For more i ion on the IES BUG (Backlight-Uplight-Glare) Rating visil:
wwwies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf
c 47 Ll o 20 0 60 . . .
L 183 Type Il Short Distribution w/BLS
4000K 5700K
LED Count | ypigja) BUG Inital BUG
(x10) Delivered Ratings™ Delivered Ratings™
Lumens’ Per TM-15-11 Lumens’ Per TM-15-11
350mA
02 1,749 BOUOGI 1,816 BOUD G1
Fr e Ty Powsanoly : 04 3,498 B1U0GI 3633 BIUOGI
307 _beraontal pacle of marmum carddezoner. ||
06 5,188 B1UOGI 5,387 BIUOGI
CSA Test Report #: 6454 SEC-EDG-2SB-**-08-E-UL-525-40K
ARE-EDG-2SB-**-06-E-UL-700-40K Mounting Height: 10' (3.0m) A.F.G. 08 6917 BIUOGI 7,183 B1U0 Gl
Initial Delivered Lumens: 9,202 Initial Delivered Lumens: 9,683
Initial FC at grade 10 8,625 B2U0G1 8,957 B2U0G1
12 10,350 B2U0 G2 10,748 B2U0 G2
525mA
02 2,449 B1U0GI 2,543 BIUOGI
04 4,898 B1UOGI 5,086 BIUOGI
06 7,263 B1UOG! 7,542 BIUOGI
08 9,683 B2U0G2 10,056 B2U0 G2
700mA
02 2991 B1UDGI 3,106 BIUOGI
04 5,982 B1UOGI 6,212 BIUOGI
06 8,87 B2U0GI 9212 B2U0 G2

* Initial delivered lumens at 25°C (77°F).
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
wwvies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf
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Cree Edge™ LED Security Wall Pack Luminaire

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project
consult; www.cree.com/Lighting/Tools-and-Support/Exterior-IES-Configuration-Tool

3M
" 47 20 o a3 o
@ 183 . - 0 -
Type Ill Medium Distribution
4« 55", 122
/] ‘\sﬂ 4000K 5700K
0 —— AN 61
\|\ (5( (¢ ﬂ ) ) } } (Lxﬁ%)c"““' Initial BUG Initial BUG
ol % \Q{ N / 70 o Delivered Ratings™ Delivered Ratings
RELE Lumens’ Per TM-15-11 Lumens® Per TM-15-11
2 NN \4/// / @
N / 350mA
15 122
|oma omal s 02 2,021 B1UOGI 2,105 B1UOGI
03 uon of vertical plave
04 4,054 B1UOGT 4,209 B1UOGI
ITLTest Report #: 79173 SEC-EDG-3M-**-08-E-UL-525-40K 06 6,011 B2U0G2 6,242 B2 U0 G2
SEC-EDG-3M-**-06-E-UL-700-40K Mounting Height: 10' (3.0m) AF.G.
Initial Delivered Lumens: 10,343 Initial Delivered Lumens: 11,220 08 8,015 B2U0G2 8323 B2 U0 G2
Initial FC at grade
10 9,994 B3U0G3 10,379 B3U0G3
12 11,993 B3U0G3 12,454 B3U0G3
525mA
02 2,837 B1UOGI 2947 B1UOGT
04 5,675 B2U0G2 5893 B2 U0 G2
06 8415 B2 U0 G2 8,739 B2 U0 G2
08 11,220 B3UOG3 11,652 B3UDG3
700mA
02 3,466 B1UOGT 3,599 B1UOGI
04 6,932 B2 U0 G2 7198 B2 U0 G2
06 10,279 B3U0G3 10,674 B3UOG3
* [nitial delivered lumens at 25°C (77°F).
3MB ** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
vww.ies.org/PDF/Ematas/TM-15-11BugRatingsAddendum.pdf
153 ooy 1% o ¢ o 20 17 & . o
b I e Type Il Medium Distribution w/BLS
1475 -
4 122
29 N Y 4000K 5T00K
pEEs !
@ ﬁ 7 \’% & LED Count . .
55 \\ ( ( ( T)'} } Initial BUG Initial BUG
o QR - (x10) Delivered Ratings™ Delivered Ratings™
-URB LEE 7 / Lumens’ Per TM-15-11 Lumens’ Per TM-15-11
< {8
/ 350mA
B T ] T 02 1,499 BIUOGI 1557 BIUDG)
L e e s 04 2,999 B1U0GI 34 BIUDGI
CSA Test Report #: 6448 SEC-EDG-3MB-*+-08-E-UL-525-40K 06 4,446 B1UOGI 4617 B1UOG
ARE-EDG-3MB-**-06-E-UL-700 Mounting Height: 10 (3.0m) A.F.G.
Initial Delivered Lumens: 7,740 Initial Delivered Lumens: 8,300 08 5929 810062 6,157 B1U0G2
iti d
WiialF A grite 10 7393 BIUOG2 7677 B U0 G2
12 8,872 B1U0G2 9,213 B1 U0 G2
525mA
02 2,099 BIUOGI 2,180 B1U0GT
04 4,198 BIUOGI 4,359 B1UOGI
06 6,225 BI1UOG2 6,464 BI U0 G2
08 8,300 B1U0G2 8,619 BI U0 G2
700mA
02 2,564 B1UOGT 2,662 B1UOGI
04 5127 B1U0G2 5325 B1UDG2
06 7.603 B1U0G2 7,896 B1UDG2

* Initial delivered lumens at 25°C (T7°F).
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
wwnvies.org/PDF/Erralas/TM-15-11BugRatingsAddendum.pdf
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Cree Edge™ LED Security Wall Pack Luminaire

Photometry

All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific toyour project
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-|ES-Configuration-Tool

aM
wED' 50" 400 20 0 20 40 & &0
244 . - o 3
7 & Type IV Medium Distribution
w0 ‘_-l\ 183
w 5] S 122 4000K 5700K
g\
"' 2 & LEI%CW"‘ Initial BUG Initial BUG
o [ E om (x10) Delivered Ralings™ Delivered Ratings™
g e ) - Lumens® Per TM-15-11 Lumens’ Per TM-15-11
NS )
& 122 350mA
0" (28 60 183
Wows w2 @ om @ 122 pwd 2 02 2,138 B1U0GT 2,220 BIUOGI
Candepower Traze. Vertizal plare Frouth Paston el vertical plane
30™~_Ponsoralaxcle el manmum eandecc v, of manmum candlepower. 04 4,276 B1UOGI 4,440 BIUOGI
ITL Test Report #: 78793 SEC-EDG-4M-**-08-E-UL-525-40K 06 6,340 B2U0G2 6,584 B2U0 G2
SEC-EDG-4M-**-06-E-UL-700-40K Mounting Height: 10' (3.0m) A.FG.
Initial Delivered Lumens: 11,607 Initial Delivered Lumens: 11,835 08 8,454 B2U0G2 8,779 B2U0 G2
Initial FC at grade
10 10,542 B2U0G2 10,947 B3U0G3
12 12,650 B3U0G3 13,137 B3U0G3
525mA
02 2,993 B1UOGT 3,08 BI1UDGI
04 5,986 B2U0G2 6,216 B2U0G2
06 8876 B2U0G2 9218 B2U0 G2
08 11,835 B3U0G3 12,290 B3U0G3
700mA
02 3,656 BIUOGI 3,796 B1UOGI
04 7311 B2 U0 G2 7,593 B2U0 G2
06 10,842 B3UDG3 11,259 B3IUOG3
*Initial delivered lumens at 25°C (77°F).
4MB ++ For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:
wwies.org/PDF/Erratas/TM-15-11BugRatingsAddendum. pdf
83 60 40 20 Q@ 20 40 60 S0 s %o &
&0 243 Type IV Medium Distribution w/BLS
& ‘_\ 123
& ,’;'}, 4 - 4000K 5700K
Lol
w0 (e 6 LE]% Count 1 ynitial BUG Initial BUG
. (x10) Delivered Ratings™ Delivered Ratings™
Ll s om .
CURSLINE Lumens’ Per TM-15-11 Lumens’ Per TM-15-11
20 61
@ , . 350mA
€0 183 02 1,610 BOUDGI 1,672 BOUOGI
242 183 122 &1 Om &1 IZ?‘IEI 244
Crcegene _}:;; eecal s ey o‘,’f_"’"’:‘:”_":;‘_“;:g’::' 04 3221 B1U0G1 3345 B1U0GT
CSA Test Report #: 6449 SEC-EDG-AMB-++-08-E-UL-525-40K 06 AT BIUOGT 4959 BlunG
ARE-EDG-4MB-**-12-E-UL-525-40K Mounting Height: 10° (3.0m) A.F.G.
Initial Delivered Lumens: 13,155 Initial Delivered Lumens: 8,915 08 6,368 B1U0 G2 6613 B1U0 G2
Intef FC atgrade 10 7981 B1UDG2 8246 B1U0 G2
12 9,529. B1U0G2 9,895 B1U0 G2
525mA
02 2,254 BOUDGI 2341 80UO0GI
04 4,509 B1UOGY 4,682 BIUOGI
06 6,686 B1U0G2 6,943 B1UD G2
08 8915 B1U0G2 9,258 BIUOG2
700mA
02 2,754 BOUOG 2,860 80U0 G1
04 5,507 B1UOGT 5,719 B1UD G2
06 8,167 BI1U0G2 8,481 B1U0 G2

* Initial delivered lumens at 25°C (77°F).
*¢ For more information on the [ES BUG (Backlight-Uplight-Glare) Rating visit:
wvvies.org/PDF/Erratas/TM-15-1 ingsAd pdf
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