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SITE PLAN
37 KNOX TRAIL ACTON, MA 01720

CONCORD PUBLIC SCHOOLS
120 MERIAM ROAD CONCORD, MA 01742
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— Q9 NOTES:
/\O QO 1. TOTAL NEW IMPERVIOUS PROPOSED AT 37 KNOX TRAIL 687 SF + 84 SF = 771+ SF NEW IMPERVIOUS
/O NEW IMPERVIOUS OUTSIDE 37 KNOX TRAIL 163 SF — TOTAL NEW IMPERVIOUS AREA: 934 SF
NEW HC N < 2. THE CONTRACTOR IS RESPONSIBLE TO PROPERLY CLEAN AND DISPOSE OF ANY SAND, DIRT OR DEBRIS
SIGN /O THAT ERODES OFF THE SITE ONTO KNOX TRAIL OR PRIVATE/ABUTTING PROPERTY.
@ 3. NO HAZARDOUS FILL MATERIAL IS ALLOWED ON THE SITE.
4. CATCH BASINS AND RAINGARDEN SHALL BE MAINTAINED ANNUALLY PER DEP STANDARDS.
5. EARTH MOVING IS RESTRICTED FROM THE SITE BETWEEN THE HOURS OF 9 AM AND 4 PM.
THREE (3) WATER BALANCE CALCULATIONS
2.5'W X 6L
BIKE PARKING PRE—CONDITION:
/ PRECIPITATION: 43.76 INCHES PER YEAR
< l EVAPOTRANSPIRATION:  50.13 INCHES PER YEAR
AN RUNOFF (90%): 0 INCHES PER YEAR FOR STORM EVENTS OF 1.25 INCHES OR LESS
O e THIS IS 90% OF ALL STORMS OVER A YEAR
GRIND OUT AT/ RECHARGE: STORM EVENTS OF 1.25 INCHES OR SMALLER IN LANDSCAPED AREAS REMAIN ON THE SITE.
EXISTING STRIPED A PARKING LOT RUNOFF IS SENT TO THE CLOSED DRAINAGE SYSTEM
PAVEMENT MARKINGS SEPTIC FLOW: 0 INCHES AS BUILDING IS NOT BEING USED

PLAN IS IN NAVD88
TO CONVERT TO NGVD 1929 ELEVATIONS:

POST—CONDITION:

PRECIPITATION: 43.76 INCHES PER YEAR
EVAPOTRANSPIRATION: ~ 50.13 INCHES PER YEAR

RUNOFF (90%): O INCHES PER YEAR FOR STORM EVENTS OF 1.25 INCHES OR LESS
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NAVD88 + 0.81 FT = NGVD 1929 RECHARGE:

SEPTIC FLOW:

THIS IS 90% OF ALL STORMS OVER A YEAR

STORM EVENTS OF 1.25 INCHES OR SMALLER IN LANDSCAPED AREAS ARE RECHARGED ON THE
SITE. RUNOFF FROM PROPOSED WORK IS RECHARGED BY THE RAIN GARDEN UP TO THE
10—YEAR STORM EVENT (1,040% S.F.)

O INCHES AS BUILDING IS NOT BEING USED

THE IMPROVEMENTS TO THE STORMWATER SYSTEM WILL PROVIDE MORE RECHARGE IN THE POST—DEVELOPMENT CONDITION
THAN THE PRE-DEVELOPMENT CONDITION.
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