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Date:4/29/2016 Footcandles calculated at grade

1200 92nd Street - Sturtevant, WI 53177

    www.cree.com - (800) 236-6800

             Illumination results shown on this lighting design are based on project parameters provided to Cree, Inc. used in conjunction with luminaire

        test procedures conducted under laboratory conditions.  Actual project conditions differing from these design parameters may affect field results.

     The customer is responsible for verifying dimensional accuracy along with compliance with any applicable electrical, lighting, or energy code.

Scale: 1"=20'

Filename: 160429JM1CIS.AGI Layout by: Chris Schlitz

*** CUSTOMER TO VERIFY ORDERING INFORMATION AND
CATALOGUE NUMBER PRIOR TO PLACING ORDER ***

Pole Schedule
 (4) PS4S25C1xx (25' X 4" X .120" STEEL SQUARE POLE)
Proposed poles meet 110 MPH sustained winds.

Additional Equipment:
 (4) OSQ-DAxx (Direct Arm Mount)
 (4) OSQ-BLSMF (Backlight Shield)

SR-14340Project Name: 144471 - Acton, MA
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3 3ME w BLS SINGLE

Luminaire Schedule      /     "Did you know that utility rebates can cover 25% or more of product's cost? Email rebates@cree.com to get help on your project!"
Symbol Qty Label Arrangement Lumens/Lamp LLF

9866 0.930 336 OSQ-A-NM-3ME-A-57K-xx-xx w/OSQ-DAxx - OSQ-BLSMF
1 4ME w BLS SINGLE 9747 0.930 112 OSQ-A-NM-4ME-A-57K-xx-xx w/OSQ-DAxx - OSQ-BLSMF
4 2S SINGLE 2364 0.960 100 SEC-EDG-2S-WM-02-E-UL-xx-350

Total Watts Description

Footcandles calculated using predicted lumen values after 50K hours of operation
Label Avg Max Min Avg/Min Max/Min
CalcPts 1.72 4.7 0.4 4.30 11.75
Opposite Side of Street 0.00 0.0 0.0 N.A. N.A.
Property Line 0.13 0.7 0.0 N.A. N.A.


